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PREFACE

This report summarizes the activity conducted during a
four-month study under Contract NAS5-20021 to evaluate the
potential economic benefits of several representative appli-
cations of synchronous earth observatory satellite. These
applications were selected from earth resources applications
identified in a previcus ERIM study under Contract NAS5-21937
and from meteorological applications identified in a parallel
study {also for NASA/GSFC) conducted by the Space Science and
Engineering Center of the University of Wisconsin,

The work was performed jointly by the Environmental
Research Institute of Michigan and ECON, Incorporated, with
ERIM as the prime contractor, Mr. Donald S. Lowe acted as
Principal Investigator and Mr. Irvin J. Sattinger partici-
pated as Project Engineer. For ECON, Mr. Joel 8. Greenberg
was Project Director and Dr. Ranendra K, Bhattacharyva was
Principal Investigator. Dr. Louis Walter, Goddard Space
Flight Center was Technical Officer for the project, which
was directed by Mr. Laurence T. Hogarth, Systems Analysis
Qffice.

ERIM concentrated its effort on evaluation and estimation
of remote sensing capabilities and 'on specifying methods of
applying these capabilities to the economic activities under
study. ECON was fully responsible for development and appli-
cation of the economic methodoleogy used to estimate potential
benefits of the applicationg., ERIM did not participate to
any significant extent in the thunderstorm warning appliica-
tion; the complete study effort for this application was

undertaken by ECON.
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1.0 INTRODUCTION

Low altitude meteorological and earth observation satel-
lites have been providing important data feor many years. These
satellites, because of their limited number and their low alti-
tude orbits, provide information on a rather discontinuous basis.
The single ERTS satellite, for example, provides repetitive
observations (in the absence of cloud cover) at intervals up to
eighteen days.

Attention is now focusing on high resclution synchronous
equatorial meteorological satellites (as exemplified by the
recently launched SMS) and earth observation satellites. Because
of its orbital characteristics, this type of satellite has a
capability for observation of a specified point on or above the
ecarth's surface which approaches being available continuocusly or
on demand. This capability is limited only by satellite perfor-
mance (i.e., instantaneous field of view, scan time, resolution,
etc.) and cloud cover. The continuous and on-demand capability
would make possible the observation and forecasting of short-lived
phenomena such as thunderstorms and tornadoes. It would also
make possible the repeated observation of varying phenomena of
longer duration, such as c¢rop maturation. It is therefore antici-
pated that high resclution data provided on a continuous or demand
basis will lead to a reduction of forecasting erxors that will
result in substantial economic benefits.

In this report, the term SECS (éynchronous earth cobservatory
satellite) is used to refer to this general type of satellite.

The use of the term does not imply the present existence of a
specific design for such a satellite, but refers instead to a
satellite operating in a synchronous orbit and capable of contin-
uous or on-demand data collection at a given spatial resolution

and feature recognition and classification capability. The wvalue



of identical information collected on demand is, of course,
independent of the particuiar details of the collection

system. While this study was carried out to identify potential
benefits from'SEOS, the methodology and results apply to any
earth observatory satellite system capable of collecting data
oﬁ demand.

Since this project could not undertake the analysis of
benefits to be derived from all of the potential uses for SEOQS,
three representative applications were selected for detailed
study. In selecting these applications, we looked for those
which seemed likely to show substantial benefits in a variety
of economic sectors, which appeared to be technically feasible
with moderate research and development effort, and which took
advantage of both the meteorological capability and the earth
resources capability of SEOCS. In addition, the applications
were confined to those which could be assisted by a synchronous
satellite located above the Western Hemisphere,

The use of this type of satellite for improved forecasting
of thunderstorms was adopted as one of the meteofological appli=-
cations because it seemed likely to offer a high level of bene-
fits both in dolliars and in lives for a variety of economic
activities. ©Potential annual savings of about 1400 millicn
dollars were identified in the construction area alone.

As a closely parallel study of a meteorological application
of smaller scope, we also undertook the analysis of benefits to
be derived in providing improved weather forecasting for pro-=
tection against frost damage to the citrus fruit industry. This
application lends itself to detailed and clear-cut analysis of
the manner In which improeved data from SE0S can specifically
improve an ecconomically-significant operation. Annual savings
just in heater operation costs (fuel and labor) in citrus groves

were estimated to be 7.8 million dolliars.



The third application was that of grain distribution.

This application takes advantage of the earth resources capa-
bility of SEO0OS as distinguished from its meteorological capa-
bility. Previous work performed at ECON, Inc. on economic
models of grain distribution indicated that the improved
knowledge derived from SEOS could show major economic benefits
for worldwide performance of food distribution. The economic
benefit study concentrated on the distribution of wheat, which
has the greatest production value among all the staple crops
of the world. By reducing the U.S. production forecast error
by 50%, an annual savings exceeding 36 million dollars can
materialize,

Since the study was limited in scope, not all of the
potential benefits even within the three study areas couldlbe
considered exhaustively. Other applications offer many possi-
bilities for demonstrating additional economic and social bene-
fits of SEOS applications,

This report summarizeg the results of the survey of current
and anticipated future capabilities of satellite systems for
collecting earth resources and metecroclogical data needed for
the three selected applications. It also summarizes the
analysis conducted by ECON, Inc. of the economic bepefits which
might be derived from resulting reductions in forecasting errors.
Appendix A discusses methods of using SEOS data and other space-
acquired data for reducing grain forecasting errors.

- The use of synchronous satellite data is only one of a
number of possible methods for improving performance for the
applications studied. Mo attempt has been made to compare the
cost-effectiveness of SEOS with these other methods for perfor-
mance improvement. Inztead, the objective has been to estimate
as accurately as possible from available research data the
potential benefits to be derived from adding SEOS techneology to

existing methods of weather or crop forecasting.
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The benefits resulting from improved forecast capabilities
are incremental in nature, always being relative to existing or
anticipated capabilities. The benefits are attributable to the
system or systems which make possible the increased forecast
capability. Since this study has not been concerned with the
mix of systems which are necessary to achieve a forecast capa-
bility, great care must be exercised in assigning these benefits

to any particular system.

Note that all benefits have been evaluated relative to
conventional or presently available forecasting capabilities.
The effect of ERTS type systems, as they might impact or modify

the conventional forecasting capability, have not been consid-

ct

ered., It mnst he cau ned Lhat any increase in the level of

ba
Q

the conventional capability through enhancement with ERTS or

other gatellite data, with which forecast capabilities based

upon systems providing continucus and on demand data are com-

pared, will result in reduced benefits attributable to continuous

and on demand data.

Three types of weather forecasts are considered and are
dencoted as Conventional, Level 1 and Level 2. Levels 1 and 2
imply continuous and on. demand capability. The accuracy of the

forecasts differ. The Level 1 forecast is based upon the

accuracy (anticipated by NASA} of a system utilizing SMS tech-

nology and the Level 2 forecast is based upon the projected

capability of a SEQS-type system. The Conventional forecast is

based upon current forecasting capabilities.

It has been assumed in this study that a system will exist

such that forecast data will be available when and where reguired.

This implies that the satellite system collects the data as and
when required, the data are processed as and when required and

the forecasts are communicated to the potential users as and



when required. Therefore, the analysis is based on the assump-
tion that data collection, data processing, and data communica-
tion systems of the desired capability will exist. The costs

of establishing and maintaining such systems are not considered.

As will be described later, user costs associated with achieving
benefits are included.

The analysis of benefits have not been concerned with the
details of satellite configuration, sensors, resolution, etc.
The analyses have been concerned only with the benefits which
result from estimated system forecasting capabilities. It
should be noted thaf the benefit estimation methodology which
will be described in the-following pages c¢an be used to assess
the incremental value of the various satellite sensors, resolu-
tion capability, etc., if these capabilities can be expressed

in terms of the system forecasting accuracies.
| The benefit analyses are predicated on a change in fore-
cast capability. The forecast capability is a function of

basic measurements and cbservations and system constraints
imposed on these measurements and observations. In general, it
is necessary to observe or measure certain basic parameters
{i.e., reflected radiance in various spectral bands, temperature,
etc.) and transform these basic observables or measurables into
more meaningful derived data forms (for example, observed wheat
acreage). This transformation process must consider the errors
in the measurables and the resulting errors associated with

the de;ived data forms. In order to forecast the future, it

is further necessary to combine or transform the derived data
forms, along with their asspciated errors, obtained from dif-
ferent sources such as satellites, aircraft, ground cobservations,
etc., into the desired forecast parameters taking into account
the uﬁcertainties in the knowledge of the transformation process.

The result of these two transformation processes is that basic



measurements and observations are converted intoc a forecast
which must be treated as probabilistic in nature (for example,
expressed as the expected number of bushels of wheat and an
associated standard deviation},

To the extent that theoretical or experimental informa-
tion has been available, we have attempted to assess the system
performance occurring through these data transformations. We
estimated what improvements in forecasting performance relative
o existing forecasting systems might be anticipated from the
use of information systems which make use of synchronous
satellite data., NASA estimates were utilized for thunderstorm
forecasting capabilities.

Once conclhsions have heen regachecd conceriiing anticipated
improvements in forecasting capability, a final transformation
is necessary to convert the estimated forecast capabilities
into economic benefits. The results =shown in this report are
based primarily on analyses of the final transformation, i.e.,
forecast capability to benefits. The starting point for these
benefit analyses has therefore been at the level of forecast
capability.

The basic approach used to evaluate the benefits from
improved forecasting due to continuous and on demand data is
illustrated in Figure 1.1. Each of the three benefit areas
are considered. Several different applications are considered
for thunderstorm and frost warnings. For each application (for
example, the construction industry), a user model has been
established. Because of the limited duration of the study,
simplistic though meaningful user models have been developed,
In the case of grain forecasting, a comprehensive economic
model, developed for NASA under contract NASW-2558, has kaen
utilized. Using such models, the possible actions, costs, and
consequences resulting from the utilization of forecast infor-

mation have been determined. A decision model is then utilized



which establishes the best course of user action, interms of
the postulated or estimated férecast accuracy of current
systems. The cost of operations is thus determined based upon
current forecast capability énd on assumed optimum choice of
user action based on the forecast capability. This same
approach is then repeated using the improved forecasting capa-
bility resulting from the continuous and on demand data. As
necessary, new models are created and the cost of operations
determined based upon the improved forecasting capability.

The difference in the costs, properly adjusted to take into
account their effect on other segments of the economy, repre-
sents the potential annual savings or potential annual
societal benefits which might be achieved as the result of
improved forecasting capability assuming an optimum choice of

user action. These are potential benefits in the sense that

they may be achieved if the total user community belidéves in

and therefore uses the improved forecasting data in pursuing

their optimum course of action.

Not all users will utilize the improved forecast data,
nor, if they do rely on the improved data, will they'neces-
sarily pursue the optimum course of action strategy. Nor will
all users who will utilize the improved forecast data in deter-
mining their course of action utilize such data as soon as they
become available. There will undoubtedly be a learning or
wait-and-see phase. Thus, the estimated actual benefits will
differ from the potential benefits as illustrated in Figure 1.2,
It is anticipated that the estimated actual benefits will
approach a level which is egual to or less than the potential
benefits and that the rate of growth to this level will follow
an "s"-ghaped learning curve typical of new product or service

introductions.



BENEFIT AREAS
« Thunderstorm

* Frost Warning
e Grain Distribution

L

Selected Applications

i L

User Model
improved forecasting

User Model
{todav)

17

15—~

to continuous and on |

demand data}

| L

Possible Actions ‘ Possible Actions

r

Costs & Conseguences Costs & Conseguences

‘ o

Meodified Decision
Decigsion Model )’ Model

Ecénomic Analysis
Benefits from Improved

Forecasting Due to Continuous
and on Demand Data

Figure 1.1 Basic Approach for Evaluating Benefits from Improved
Forecasting Due to Continuocug and On Demand Data



Potential Benefits
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h\Estimated
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Time, Years

Figure 1.2 Benefits as a Function of Time

When the benefit pattern has been expressed .as a function

of time, the present worth or value of the benefit stream, PVB,

can be expressed as

- Bi ‘
PVB =,-E T {1-1)
{(1+r/100)

where Bi is the estimated actual benefit in the ith vear and r
is the discount rate,.

The methodology used for estimating the benefits is
described in detail in Section 2,0. The estimation of benefits
due to better thunderstorm warning, frost warning, and grain
forecasting are described in Sectioens 3.0, 4.0, and 5.0

respectively.



2.0 ECONCMIC METHODOLOGY

The economic methodology is concerned with evaluating,
in guantitative terms, the potential benefits which might re-
sult from improved forecasts made possible by remote observa-

tion systems which can provide continuous and on demand data.

2.1 Thunderstorm and Frost Warning

Thunderstorms and frost are considered to be short-lived
prhenomena. In order to observe or forecast theilr presence, it
is necessary to look at the correct place at the correct time.
Tt is assumed in the following that the system design is such
that observation can be made where and when required.

The basic methodology for evaluating savings from
better forecasting of short-lived phenomena assumes that

a. there exists a choice between taking or

not taking specific protective action,

b. taking protective action involves in-
curring some cost with certainty, and

¢. not taking action involves escaping the
cost of taking an action if the forecasted
weather condition does not occur, but in-
curring a certain loss if the forecasted
unfavorable weather condition does occur.

In order to illustrate the basic concept inveolved, con-
sider the newspaper boy's dilemna (this is presented in a sim-
plified and idealized form). The newspaper boy receives a
quantity of papers which he is to deliver in the near future.
It is cloudy and a forecast has been made for rain. The news-
paper boy has two alternative courses of action, namely, (1)
wrap each newspaper in a plastic bag which he has to purchase .
so that, in the event of rain, the newspapers will not get wet,

or (2) do not wrap the newspapers in plastic bags; in the event
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of rain, the papers will get wet and he will have to purchase
and deliver additional papers. Which alternative course of
action should he follow? The former course of action involves
incurring a cost with certainty, i.e., the cost of the plastic
bags, whether it does or does not rain. The latter course of
action involves incurring a loss, i.e.,, the cost of new papers
if rain occurs. It should be obvious in this action (protect
with plastic bags) and no~action {(de not protect) situation,
which is typical of the benefit areas to be considered for
storm and frost warning forecasts, that there is an optimum
strategy which should be followed if rain is forecast and if
rain is not forecast. It should also be cocbvious that the
cptimum strategy depends upon the following factors:

a. the cost of action (i.e., the cost

of the plastic bags),

b. the loss resulting from no action
(i.e., the cost of buying and
delivering additional newspapers),

C. the probability of rain given a rain
forecast, and

d. the probability of rain given a no-

rain forecast.

These basic concepts are placed into mathematical form-
ulation in the following paragraphs. It should be noted that
the potential benefits from improved forecasting is the differ-
ence in the cost associated with following the optimum strategy

with and without the improved forecast data.

2.1.1 Potential Annual Benefits

In the private sector, potential annual benefits may be
characterized as cost savings which may result from ap invest-
ment. In the public sector, the societal potential annual

benefits are defined as the change which might occcur in gross



national product (GNP) as a result of an expenditure of public
or private funds. In the analyses that follow, both the pri-
vate and public sectors must be considered, A public invest-
ment is being considered (i.e., the development of a new fore-
cast capability) which will result in benefits to the private
sector. A course of action will, it is assumed, be followed

by the private sector (for example, the construction industry)
which will result in a maximization of the cost reductions or
cost savings of that sector. The firms which comprise an in-
dustry sector are motivated by maximizing their benefits and
not societal benefits. Therefore, the computation of potential
annual benefits consists of the following twe parts, (a) deter-
mination of the industry potential annual benefits assuming
optimum utilization of thunderstorm and frost forecasts of in-
creased accuracy and reliability, and (b) determination of
societal potential annual benefits given the optimum industry
course of action as determined by maximizing industry potential
annual benefits. .

The industry potential annual benefits are defined as
the cost reduction, i.e., the savings that would result from
the 6ptimum utilization by the user community of thunderstorm
and frost forecasts of increased accuracy and reliability.
Savings are computed as the difference between the cost of
performing a specified task or application when forecasts of
level x are available'and when forecasts of level y are
available. It is assumed that the fdrecasts are used in a
manner such that the user undertakes that course of action
which, for a given forecast capability, minimizes cost.

The applications considered in the thunderstorm and
frost warning areas are similar. They are applications where
a decision-maker must choose between taking or not taking some

specific protective action against a future unfavorable weather



condition: taking the protective action involves some cost
with certainty; not taking the protective action involves es-
caping that cost, but incurring a certain loss if the unfavor-
able weather condition deoes in fact occur.

Thus, a newspaper distributor, who has a standard rou-
tine for distribution, can wrap his papers in plastic bags to
protect them from rain. A storekeeper can tape his windows
to protect them from a threatening hurricane. A construction
company can delay pouring concrete and release employees from
work when thunderstorms are forecast, A farmer can delay
spraying his crops given a forecast for heavy rain. A citrus
grower can light smudge pots to protect his fruit from frost.

Consider the forecasts which might be provided to a

-mza

b

er.* Lzt these forecasts be Yl and y2, for ex~

ample, forecast of storm or no storm. In the event that vy

1
is forecast, the events W, and W, may actually be observed,
for example, storm or no storm is actually observed. This is

cshown in Figure 2.1 where a two-by-two contingency array is

illustrated.
Forecast State
¥y Yo
Yy 11 12
Observed
State
w
2 Ta1 T2
T i
1 2

Figure 2.1 Two-By-Two Contingency Array

* The following discussion is based upon
results presented in Reference 1.



The following notation has been used.

ﬂl = probability of forecast vy,, the forecast
of unfavorable weather (i.&., storm),
Wz = l-ﬂl = probability of forecast vy.,, the
forecast of favorable weatﬁer
{i.e,, no storm},
i) = the conditional probability of unfavorable
11 . . N
weather (wl), given that forecast y; 1s made,
“21 = l—ﬂll = the conditional probability of favorable
weather (wz), given that forecast yl
is made, .
m = the conditional probability of unfavorable
12 \ ,
weather (wl), given that forecast y2 is made,
il = 1-T = the conditional probability of favorable

22 ,12 weather (w

Y, given that forecast Y,
is made. :

2
In the above definitions of the Hij's, the first subscript re-
fers to the weather state (actually observed) while the second

subscript refers to the forecast. Freguently, ﬂ21 is referred

to as the false alarm probability and ﬁlz is referred to as

the probability of miss.

A payoff function c¢an now be defined as shown in Figure
2.2. The payoff funﬁtion illustrates the cost of taking ac-

tions (pursuing strategies) a, and a, in terms of the wea-

ther forecast. a, represents the "protect" action and a

represents the "“do not protect" action.

2

Forecast State Yl‘ b'e

Observed State w W oW W

Action

a (protect)

a2 (do not protect)

Figure 2.2 Paycff Function (the cost associated
with the "protect" and "de not protect"
strategies)
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C 4is the cost of protection and L is the loss incurred if
adverse weather occurs and no protective action is taken.

The decision-maker's problem is to determine the best
course of action given a forecast of Yl or y2. If the de-

cision-maker receives forecast Yy his expected cost if he

chooses action a, is C, while his expected cost if he
chooses a2 is ﬁllL. Therefore, the choice of action given
Y, (i.e., a (yl)) is
o~
i <7
al if C llL
a {yl) = < a,; or a, if C=W11L (2-1)
i >
{ a, if C WllL

and the objective is to select that course of action depending

upon the specific values of ¢, L, and Wll' such that

E (alyl} = Min (C, 7 L) (2-2)

where E (a[yl) is the expected cost given forecast yl.

Similarly, when he receives forecast y2, he chooses al

or a, depending on whether ¢ or ﬂlzL is smaller. There-
fore, -
i <
a, if c WlZL
a (y2) = < a; or a, if c=ﬂ12L (2-3)
» N >
a, if C leL
\'
and
E (a|y2) = Min (¢, 7, ,L) (2-4)

The above equations determine the decision-maker's best

decision rule, and the exXpected minimized cost for each of the



two forecasts. The overall expected cost, EB(C), under the
best decision rule is given by

L) + %, Min {(C, ®,.L) (2-5})

E(C) = 7w, Min (C, LY 2 12

1
The potential saving, S, or industry benefit resulting

from improved forecasts is therefore given by

S = AE(C) = E,(€) - E_(C) (2-6)

where EA{C) and EB(C) are the specific values of minimum
expected cost resulting from system alternatives A and B
where each alternative has associated with it different values
of the ﬂij terms in the contingency arrayv.

Equations 2-5 and 2~6 vield the industry expected cost
and potential industry benefits, respectively, resulting from
the best decision rule for a given capability level of fore-
cast. The societal benefits will differ since, in general, at
least a portion of the industry savings will occur as the re-
. 8ult of a loss to some othery sector of the economy (for ex-
ample, industry savings which result from wage reductions are
offset by labors' loss of wages assuming that labor cannot re-
coup the lost wages by some other productive means) .

To establish the societal expected cost E'(C), under
the best industry décision rule, Egquation 2-5 can be restated

as

E'(C) = 7y [Min(C, 7 L)+K,] + ﬁz[Min(c,wlzL)+K2] (2-5A)
where K, = c' ~when C<m L

K, = wllL' when C>T L

K, = ¢’ when C<T, L

K, = m,,L when c>m L.



Cl and L' are the losses or costs which are incurred by
other segments of the economy when the optimum industry policy
is pursued.

The expected potential societal benefits are given by

E(B) = B = AE' (C) = E, (C) - E_(C) (2-61)
where EA(C) and E;(C) are the specific values of expected
societal cost resulting from system alternatives A and B.

It should be noted that no consideration has been given
to supply-demand-~price relationships and thelr consegquences in
the determination of benefits. This omission has been a nec-
essary limitation imposed by the magnitude of effort constraint.

Spevific values of the ﬂij terms in the contingency
array have been estimated by NASA based upon several different
remote sensing systems. Values of ﬂij have alsc been esti-
mated as a function of the time of forecast. These specific
values and their conseguences are discussed in-detail in

Secticons 3.0 and 4.0.

2,1.2 Economic Benefits

The previous Section has been concerned with estimating
the potential annual benefits which might be realized if all
cf the user community pursued these optimum courses of action.
The potential annual benefits, in the form of societal savings,
must be converted inte the annual benefit stream which may re-
sult from the improved forecasts so that the present worth of
this benefit stream can be established. The annual benefits,
B,, are given by

L

B, = N.E(B) {2-7)

where ni is the probability of implementation by users, In

other words, N; <represents the fraction of the total



projectéd long term savings that will be achieved as a function
of time since not all users will incorpora;e the improved fore-
cast data inﬁo their decision-making process. A typical growth
pattern of .Bi is illustrated in Figuré 1.2 and indicates the

i is determined, the pre-
sent worth of the benefit stream, PVB, can be computed (Egua-

tion 1-1).

relationship of Bi tc E(B). Once B;

2.2 Grain Distribution

Grain distribution benefits arise from the smoothing
out of the flow of product, from grower to user, resulting from
improved forecasts. Both U.S. benefits resulting from domestic
“ﬂgrain distribution and U.S. benefits resulting from inter-
national grain distribution are considered. These benefits are
not totally additive. All that can be said at present is that
‘the grain distribution benefits lie between the'largén‘of the
fwo and their sum. Methodologies have been develbpéd.and are
discussed below, for evaluating both of these U.S. benefits. In
the latter case the methodology is general in the sense that
internatioinal grain forecasts (resulting from réﬁoteisenéihg
earth observation data) can be considered. For the current
analysis, however, only U.S. earth observation and hence U.S.
grain forecasts, are considered. The specific results obtained

from employing these methodologies are described in Section 5.0.

The methodology employed to evélﬁate the benefit which
‘may result from a more acéurate crop forecast is somewhat
different from the benefit evaluation methodology associated
with improved weather forecasting and discussed previously.
This is due to the fact that, in the case of weather forecasts,
benefits aéérue from making judiciocus decisions regarding
whethef to cérry ocut or not carry out certain operations in
the face’of a prob%bilistic storm forecast, while in the case

of crop forecasting, the market (both domestic as well as

N,



international) responds to a crop forecast in a rather
spontaneous way over which, in a free society, there is hardly
any control. The price fluctuation, in a free market, is
dependent on the estimated demand-supply situation, which, in
turn depends on the forecast. PFigure 2.3 illustrates this
phenomenon in the context of the Hayami Feterson Economic
Model [2)}. Assume 0OQ* to be the true production of a crop,
which is associated with the price P*Q*. Tf the forecast has
an error of 4€, then the forecasted qu;ntity is OQ2, where
Q*Q2 corresponds to £. This corresponds to the price P2Q2,
and the benefit due to the lowering of price is given by the
area P*Q*Q2P2. However, since the actual quantity produced is
0Q* rather than OQQ, the erroneous market price P2Q2'results
in a shortage in the next period, when the guantity available
in the market becomes OQl instead of 00* (where QlQ* = Q*QéL
The corresponding price becomes PlQl with a resulting

disbenefit represented by the area PlQlQ*P*. Hence the

Price

o* 9,
Quantity

Figure 2.3 Benefits Due to Improved
Forecasting of Quantity Through
Price-Guantity-Demand Relatianship



resultant disbenefit is the difference bétween the two areas
which is represented by the shaded rectangle. This result

is symmetric with respect to the sign of the forecast error.
In other words, if the forecast has an error -£ instead of
+£€, it can be easily seen that the disbenefit turns out to be
the same shaded rectangle. The benefit resulting from
improved forecasting is the difference in the size of the
shaded rectangle which results with and without the improved
forecast. It should, howevef, be noted that the demand curve
in Figure 2.3 has been drawn as a straight line for the sake of
simplicity. In actual calculation, a hyperbolic demand curve
has been used which corresponds to a constant elasticity of

demand.

The physical interpretation of this benefit calculation
is that with a more accurate foreknowledge about forthcoming
crops, 1t is possible to make a better allocation of the
consumption of commodities over time, thus ensuring a
smoother flow. A smcoth flow of commodities is '‘more
beneficial than an irregular flow, because the value of
increments to consumption is not constant. It decreases as
the gquantity consumed increases. As an illustration, the
value of an additional bushel of tomatoes in the presence of a
large crop in August is much smaller than the wvalue of the
game bushel of tomatoes in the middle of winter when few are
available. This concept of benefit due to smoother flow will
now be developed - first in the international market, and

then in the domestic market.

The International Market

The international market of an agricultural commodity
can be simplistically defined by the commodity flow among

various nations along with their corresponding prices. For this simplistic
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approach the various nations comprising the international

market have b

Class
Class
Class

Accordingly,

where:
Ql is
Q2 is
Q3 is
Q4 is
Q5 1s
QG is
Q7 is

Note ¢

een

1:

2:

the

the
the
the
the
the
the
the

hat

grouped inteo three classes:

U.S.A. (which is predominantly an

exporting nation)

All other exporting natiomns of the

world

All importing nations

commodity flow matrix

9, 0 Q, 0,
© Q4 QS Q6

o) 0 Q, o}

domestic consumption
export of class 1 to
inventory of class 1
domestic consumption
export of class 2 to

inventory of class 2

can be represented as:

{2.8)

of class 1

class 3

of class 2

class 3

total preduction of class 3

a row in the @ matrix corresponds %o

total production plus initial inventory for each class. Each

of the first three columns corresponds to the consumption of

each class.

The zero terms in the matrix are the result of the

following assumptions:

1. There is no export from class 1 to class 2

2. There is neo export from class 2 to class 1



3, There is no export from class 3 to either
class 1 or class 2
4. There is no carry over inventory associated

"with class 3.

It directly follows from Equation 2.8 that for class 1, the
total production in a particular year plus the previous years
carry-over inventory is given by the summation of the terms

in the first row.

Thus

Tl = 0, + 0, ¢ Q3 (2.2 )
Similarly,

T, = Q4 + Q5 + QG (2.10)

Further, the domestic consumption of class 3 is given
by the summation of the terms in the third column.

Thus

T5 2 Q, +.Qp * Q7 (2.11)

The terms Tl,Tz,Q,?,Q4 and T5 are assumed in this model
to be exogenous variables. For the sake of symmetry, Q7 and

Q4 will be referred to as T3 and T , respectively. The

.
endogenous variables that are releiant for calculating the
benefit of the United States are the guantities Q and Qz and
the assocliated prices Pl and P2. The relationship between
the various flow terms and their corresponding prices are

assumed to be expressed by demand Equationl2.12.

5
= + I .. . .
Qi Kl o alej {(2.12)
where 1 goes from 1 to 7, Ki is a constant and the
a.. terms are the coefficients or slopes of the price-

11
quantity relationships. The values of Ki and aij for all

values of i and j <can be estimated from historical data



(i.e., values of Q's and P's of previous yearsl as will be

discussed rater.

The exogenous variables can be expressed by regrouping

Eqguation 2.12 for various wvalues of i.

3
T = Z Q R =
1 i=1 i
where Rl =
and Slj =

Similarly,

El
It
b ooy
I
it

where R =

and S.. =

5
Rl +.Z
j:
3
4 Ki
i=1
3
z a; .
i=1 Y
5
R, + X
2 j=1
o
P Ki
=4
3]
z ai.
=4 ]

Thus,

(2.13)

{(2.14)

These two examples are enough to illustrate how the

T., R, and §..
i i i3

terms respectively.

Thus
r‘Tl - Ry réll
T, R Sa1
T, - Ry |= :
T, - R, .
_T5 - RSd _551

12
22

52

terms are calculated from the Q;. K

and a:

11

the exogencus variables can be expressed as:

{2.15)




From Eguation 2.15, the vector P can be calculated as

P o= [ s [ T-R ] (2.16)

Equation (2.16) gives the various domestic prices as
well as the import-export prices corresponding to a given set
of exogenous variables T, (as 1 goes from 1 to 5). These
prices are now inserted in Equation 2.12, to compute Qi as 1
goes from 1 to'7. Thus the flow matrix of Equation 2.8 is

determined in terms Ki and a... As mentioned earlier,

ij
these coefficients are estimated from the historical values
of Q's and P's. Let Qi(n) and Pi(n) represent the
historical values of the year n where 1 < n < N. The

least square estimates [3] of the coefficients are given by:

— —-— _ — -
Ki Qi(l)
ajq Qi(Z)
%i2 [T ] -1, :
ai3 = D D D . . {2.17)
a4 .
|_ais _Q.{N)
where the matrix DP. is given by
B u
1 Pl(l} Pz(l) “ . Ps(l)
1 P1(2) . 92(2) . 95(2)
D = . (2.18)
L_l Pl(N)‘ Pz(N) .o PS(N)

T . .
and D is the transpose of the D matrix. The estimated

values of the coefficients, as expressed in Egquation (2.17),
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are used to determine the D, R, and S terms as defined
in Equations (2.13) and (2.14) which, in turn, are inserted
in Equation (2.16) along with the exogenous variables Ti in
order to find the various prices. As mentioned earlier,
these prices are inserted in Equation (2.12) to compute the

terms of the flow matrix. The terms ¢ angd Q,

l!’
are of specific importance because they pertain to the United
States.
T, {1 < i
l B
reflected in the evaluation of the Q's. Let the

n

ince their values depend on the exogenous variables
<

ce
5), the errors in forecasting the Ti terms get

magnitudes of the errors associated with the production
forecast of the three classes of countries be denoted by el,

Ez’ and 53. Uuder such circumstances, if the true future

productions are T T and T the upper and lower

1° 2’ 3'
bounds of forecasted productions become 'I'l iel, T2 i€2 and

T3 i€3 respectively. Since the Demand Equation (2.12) is
linear, therefore the upper bounds on Ql and QZ will
cccur at some combinations of Tl isl, T2 i€2 © and T3 iE3
instead of occurring at s=ome point in between the extrema of
the T's. The number of possible combinations of the three
extrema is eight. For each such combination, the correspond-~

ing values of Ql and Qz are computed. Let leax and

lein be the upper and lower bounds of the computed wvalue

of Ql. Now, the demand curve of Figure 2.3 can be used to
compute the disbenefit, W, in the domestic market that is
associated with the forecast error. Alternatively, the

demand curve can be generated by wusing Eguation (2.19)

Q = ap ' {2.19)

where Q is the quantity,
P idis the price,

a is a constant, and



b is the elasticity of demand which is assumed?* to
be -0.1
It is assumed that the effect of utilizing a synchronous
earth observation satellite system which is capable of pro-
viding continuous and on demand information pertaining to

U. 8. crop production is to reduce the error El in forecast-

ing the domestic production. Let this reduced error be

defined as Ei;

Since the satellite observation system is restricted
to the observation of the United States only, the errors €2
and 83 remain unchanged. Thus, the new upper and lower
bounds of the forecasted productions become T, tsi, T, *E,

and T, +€ The same procedure can be followed te obtain

the up;er gnd lower bounds of . Ql, and a new disbenefit, W',
can be calculated. Thus the benefit associated with the
continuous data gathering system over the conventional system
is [ W - W' 1. It should be noted that the benefit of a
perfect forecast all over the world as compared to the
conventional forecast capability is given by W. However,
such a capability assumes that a worldwide data gathering

system is implemented and that forecasting technigues using

these data are made flawless all over the world.

The Domestic Market

Up till now, the domestic benefit accruing from better
U. S. forecast in the perspective of international flow of the
commodity has been considered. The bther aspect of benefit is
realized from a better regulation of the domestic market by
the process of smoothing the domestic inventory. This problem

has been discussed in detail in Reference 4.

* Bagsed upon previous detailed ECON analyses.



In this apprcach, the money equivalent to an amount §
of consumption is defined, as before, as the area under the

demand curve from zero to S5 . Thus,

5
Vv({8) = f plx)dx (2~20}
o

Now assume 5., 8, . _.: 8, ., +uue--x as a series of consumptions

.8
t t+1° Tt+2'
over consecutive time periods, starting at the present time t.
The present value, at time t , of this series of consumptions
is given by:
S,
i
i /S oix)dax
a}

£ (2-21)

P
vt(sL,s..“. .. L) = F —- -
e i=t (14r) 7
where r is the discount factor. Let Qt represent the quantity
of grain placed in the inventory in period t in order to hold
over until periocd t+l1, and let C(Qt) be the cost incurred in
period t to perform this storage. A certain amount of grain
is usually lost through deterioration in storage, and so,
assume that (1-5)Qt is actually carried forward from period t
te period (t+1l) where § is a positive gquantity. Let Gt
represent the grain harvest in time period t. Then the

consumption in period t is equal to the grain harvested in

that period plus inheritance from the previous period less the

inventory held over to period t+l. Thus,
S, = G, + (1-8)0 _, - 0, (2-22)
The welfare measured in period t is given by:
w0 c(Q.}
wt = vt (s ,s N B D S - (2-23)

i=t (1+r)*°F



where:
Vt is as defined by egquation 2-21,

5 5

t’ t+1 *°°
C(Qi), as mentioned earlier, is the cost to the

conform to equation 2-22, and

inventory holder in carrying an inventory of Qi'
Note that the Gt's are exogenous variables specified by
nature, while Qt's are determined by profit maximizing inventory
holders. The values of the Qt's which, under a certain crop
forecast will maximize the expected profits of the inventory
holders can be found by the method of dynamic programming [4].
These, when inserted in Equation 2-23 determiné the value of
Wt. By introducing improved forecast information, the choices
of the inventory holders are affected, with the resulting effect
on Wt. The difference between the two values of Wt under the
conventional forecast system and the improved forecast system
defines the benefit of one with respect to the other.

The total benefit derived from the domestic market as
well as from the international market lies between the larger
of these two benefits and their sum. Eguation 1-1 can now

be used to determine the present worth of the bounds of the
total benefit.



3.0 THUNDERSTORM WARNING:

This section deals with the evaluation of some of the
potential economic benéfitslthat might be derived from such
improvements in forecasting thunderstorms as might be realized
by a satellite system collecting meteorological data on a con-
tinuous basis and providing this infofmation as demanded by a
user. The benefit areas described in this Section are, by no
means, all exhaustive, Rather, these constitute typical ex-
amples based upon sevevral different commerce and industry ap-
lications which are affected by thunderstorms, and where some
cost saving action (or no action, as the case may be) can be
taken on a day-to-day basis based on thunderstorm warnings.
Hence, the more accurate the forecast, the more effective the
cost saving decision._ An effort has been made to evaluate the
potential cost saving, and to estimate the probable benefit
that might accrue as a result of the implementation of such
cost saving plans, keeping in mind that the implementation of

a plan seldom attains 100% of: its potential.

3.1 Definition of Thunderstorm

Meteorological terms are apt to be subject to multiple
interpretations depending on the agencies preparing weather
forecasts. However, for the purpose of this study, the follow-

ing definitions, as provided by NASA, are used.

Thunderstorm: A storm associated with lightning and

thunder, and characterized by the following:
l. wind gusts less than 50 knots, and

2. hail, if any, less than 3/4 inch in
N diameter at the surface of the earth.



Severe Thunderstorm: A thunderstorm with wind gusts in

excess of 50 knots, or with hail of 3/4 inch, or larger,

diameter at the surface of the earth, or both.

Tornado: A viclentiy rotating column of air which

forms a pendant, usually from a cumulonimbus cloud,
and touches the ground. It nearly always starts as
a funnel cloud and is accompanied by a loud roaring

noise.

3.2 Benefit Areas

The following application or benefit areas have been
considered:

1. Construction Industry

2. Alr Transportation Industry

3. Agricultural Industry

As pointed out earlier, the list does not exhaust all

the areas where potential benefits can be achieved through the

use of forecasts of thunderstorms. However, these are typical

examples and provide a feel for the magnitude of potential

benefits.

3.2.1

Construction Industry

In 1964, the total expenses of the U.S. construction in-

dustry were approximately $88 billion [5,6] in 1964 dollars.

This constituted more than 10% of the gross national product.

Based upon the assumption that the expenses of the construction

industry maintain a constant relationship with the nominal GNP,

estimated expense figures in the 1980's, when expressed in 1974

dollars*, are expected to he at least double those of 1964. It

shoyld be noted that the annual expenses have been assumed {a

degree of conservatism) to remain constant during the period of

the benefit computation.

the

* All value figures in this report are expressed in current 1974
dollars unless otherwise mentioned.

3-2



The businéss volume of the construction industry can be

broadly classified into the following segments: [.7,9]

1.

2.

3.

4,
5.

Heavy Construction: airport, dam,
sewage, power lines, utilities, ete,

. General Building: industrial, .
institutional, high-rise, apartment
complex, etc. :

Single Family Residential

Highways and Bridges

Repair and Maintenance

References 6 and 8 indicate that, ont of the total volume of

construction business,

14.2% is related to heavy construction,

33.75% to general building, 19.55% to single family residen-

tial, 7.5% to highways and bridges, and 25% to repair and main-

tenance.

It should be noted that these five segments of con-

struction are not equally sensitive to bad weather. Heavy

construction and highway construction are naturally much more

weather sensitive than single family residential construction.

Figure 3.1 illustrates the weather sensitivity of the five

segments.

polating,

in Reference 8.

The numerical values have been obtained by extra-

in proportion with nominal GNP, the 1964 data given

References 7and 8 provide a detailed break-

down of the various construction activities and their respec-

tive degrees of sensitiveness with respect to weather. This is

summarized in Table 3.1. From the activities listed in Table

3.1, it follows that losses due to weather can be divided into

four categories.

1.
2.
3.
4.

Perishable material,

Wages,
Egquipment,

and

Overhead and profit.

Takle 3.2 indicates the breakdown of the weather sensitive

volume of the construction industry of 1980 into these four



Table 3.1 Critical Limits of Weather Elements Having Significant Influence
on Construction Operations {({rom References -7 and g)
Surveying L* Watexrproofing M
Demolition and clearing M Backfilling M
Temporary Site worx M Erecting structural steel L
Delivery of materials - M
Material stockpiling L Exterior carpenery 4
Exterior masonty L
S§ite grading .| External cladding L
Excavation M Installing metal siding )
Pile driving M Fireproofing L
Dredging M
Erection of coffer dams M Roofing L
Cutting concrete pavement M
Forming H Trenching, installing pipe M
Emplacing reinforcing steel M Bituminous concrete pouring L
Quarrying M Installing windows and doors,
belivery of pre-mixed concrete M glazing L
Fouring concrete M
Exterior painting L
Stripping and curing concrete ¥ Installation ¢f culverts and u.
Installing underground plumbing M incidental drainagae
Landscaping M
Traffic protections M
Paving L
Fencing M
*1, indicates light; M indigates moderate
Table 3.2 Estimated Volume of 'Bg Construction (Billion Dollars)
Weather Sensitive Portion :
Ovnrhead Total
Equip and Sensitive
Category Yolume Perishable Wages ment Profit Volume
’ 9.58
Regidential 34.4 1.92 3.24 .14 4.28 (27.9%)
17.79
General 59.4 3.8% 8.16 .44 5,34 { 30w}
9.59
Highway ekc. 13.2 3.33 2.26 1.5% 1.458 (72.7%)
20.0¢0
Heavy 25.0 3.75 6.25 5.0 5.0 {B0Y)
Fepair and 22.39
Halntenance 34.0 &, 18 7.9% 2,77 6.28 {50.9%}
73,35
Tatal 176.0 18.2 28.9 9.9 22.35 (45%;




I P

Residential Constr. ‘ [: ,I(LS- Annual Constr.
Volume

General Bldg. L m Weather Sensitive

Heavy & Special \\

Highway

Repalr & Mainf. §§§§

)
Total Volume \QQ
| [ |

0 20 3] &0 80 100 12°0 4o 160 180 200

#,

Billions of Dollars

'

Figure 3.1 Construction Losses Due to The Weather
{extrapolation of data given in Reference 8)

categories. The numerical values are obtained by the same ex-
trapolation method previcusly referred to.

The annual expenditure due to bad weather depends upon
the frequency of the bad weather, the forecast accuracy, and
the construction policy regarding bad weather. These factors
will be discussed in some detail in the following pages and
the annual ekpenditure due to bad weather determined for opti-
mal construction industry policies in terms of different wea-
ther forecast accuracies. These annual expenditures are con-
verted into potential savings resulting from improved forecast
accuracies. The potential savings are thence converted into
a time varying stream of annual benefits and the present worth

of benefits established. Both the benefits associated with the



construction industry, in the narreow sense, and societal ben-—
efits, in the broad sense, are considered.

Only three types of bad weather are considered in the
present study, viz., thunderstorm, severe thunderstorm, and
tornado and have been defined previously. Most constzruction
work cannot progress in any of the three cases of bad weather.
Therefore, if the destruction caused by tornadoes is neglected,
the construction exXpenses caused by a storm remain the same
irrespective of whether it is a regular or severe thunderstorm
or a tornado. Further, the number of tornadoes and severe
thunderstorms is negligible compared to the number of regular

thunderstorms. Hence, the expenses which are the result of

42
o

severe storms and tornzdeose gan neglected in comparison with
the expenses which are the result of regular thunderstorms as
long as concern is focused on the expenditure due to nen-opti-
mal construction scheduling. Since the weather throughout the
United States is not uniform, it is necessary to consider equi~
thunderstorm zones and evaluate the construction expenses in
each zone separately. Figure 3.2 illustrates the distribution
of yearly thunderstorm activity over the United Statesz exclud-
ing Alaska and Hawaii [192]. The characteristics of these zones
are summarized in Table 3.3. The thunderstorm-related expenses
of each zone are calculated separately as discussed in the
following paragraphs, and then aggregated to obtain the nation-
al picture.

Three types of weather forecaéts are considered: Con-
ventional, Level 1, and Level 2. Levels 1 and 2 imply contin-

nous and on demand capability. The accuracy of the fore-

casts differ. The Level 1 forecast is based upon the

anticipated (EX NASA) accuracy 2£ a system based upon SMS

technology and the Level 2 forecast is based upon the



Figure 3.2 Geographical Distribution of Thunderstorms
in Terms of Mean Annual Number of Storm
Days (from Reference 10)

Table 3.3 Geographical Distribution of Mise & Falee Alarm
{Six Hour Forecast}
T
# Of Days of . # of Miss Days # of False Alarm Days
Thunderstorm Area
Ogcurrence {square Miles)| Conv Level 1 Level 2| Conv Level 1 Level 2
100 4,151 5.00 3.00 2.00 51.15 32.33 17.29
90 . 8,302 4.50 2.70 1.80 46.04 29.10 15.56
a0 . 20,75.5 4.00 2.40 1.60 40.92 25.87 13.84
70 58,114 3.50 2.10 1.40 35.81 22.63 12.11
&0 99,624 3.00 1.80 1.20 30.69 19.490 10.38
50 5BL,140 2.50 1.50 1,00 25.58 16.17 8.65 ]
40 747,180 2.00 1.20 ¢.80 20.46 12.93 6.92
30 547,932 1.5  0.90 0.60 15.35 - .70 5.19
20 249,060 1.00 0.60 .40 10.23 6.47 3.46
10 282,268 0,50 0,30 0.20 5.12 .- 3,23 1.73
5 66,416 0.25 0.15 0.10 2.56 1.62 0.8B6




projected capability of a SEQOS-type system.* The accuracy of

each forecast can be expresszed in terms of "False Alarm" and

"Miss" days. A false alarm day signifies a forecast for a

storm which, reality, turns ocut to be a ¢glear day. A missg

in
a

day zignifies forecast for clear weather which, in reality,

turns out to be 2 stormy dav. Clearly, the percentages of
false alarm and miss for each type of forecast will depend on
the lead time associated with the forecast. The incidence of
false alarm and miss will, in general, be higher for a twenty-
four hour forecast than for a two-hour forecast, and since the
construction schedule for a day c¢an be drawn up in the morning,
the six-hour forecast is the most relevant piece of weather
information for the construction industry. Equations (3.1},
(3.2), and (3.3) are used to determine the miss days, the num-
ber of correctly forecasted storm days, and the false alarm
days, respectively. The conditional probabilities used in
these equations have been provided by WASA (Goddard Space
Flight Center) and are shown in Figures 3.3 and 3.4. The
conditional probabilities obtained from these fiéures for the

six-hour forecast are inserted in the following equations:

3

8 = N T, (3.1)

Yy = N - 8 (3.2)

a = [n-y] = YEii— - ﬂ {3.3)
: 11

Number of miss days

where 8

2
I

Number of days storms occur in a vear

* pgain, it must be emphasized that costs of implementation and
operation of the systems have not been considered. No consi-
deration has been given to the number of satellites and their
on-board equipment required to achieve the continuounus and on
demand capability.
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Ty = Probability* of clear weather forecast,
given that storm is to occur in reality

Y = Number of days of storm occurrence which
are forecast correctly

o = Number of false alarm days
= Number of days that storm is forecast
ﬂll = Probability of storm occurrence,
given a storm forecast

The geographic distributions of @ and B for the three
forecasts considered are shown in Table 3.3. The construction
expenses associated with a, B, and Y are, in general,
different. Further, they depend on the nature of the con-

struction policy regarding work/no work decisions. This

cr
it}

aspect of the problem ig treated in detail in +h oliuwing
paragraphs.

The expenses of the construction industry under various
conditions are shown in Figure 3.5. To understand the expense
functions, consider a hypothetical case where a construction
company starts the day's work with a capital of X dollars.
On a regular construction day with a forecast for no storm,
and with neo storm occurring, the company spends the following:

a. (M+S) dollars for raw material, where

S constitutes that portion of raw
material which would be wasted if a
storm occurred, and M is the re-

maining portion of raw material un-
affected by the storm,

b. E dollars for equipment rental, and

c. W dollars for wages.

* Note that 7}:2 is different from 7Wi2 which has pPreviously been
defined as the probability of storm occurrence, given a clear
weather forecast. This modification is necessary because data
are available on the number of storm occurrences in a year
rather than on the total number of annual clear weather
forecasts.



By the end of the day, the company markets the day's work and
makes a net ptofit of P dollars. Thus, the market value of
the day's construction must be {M+S+E+W+P) dollars, so that
the capital the company owns at the end of ‘the day is (X+F)
dollars. On a false alarm day (thunderstorm forecast, but no
storm occurs), if the decision is to work, the profit picture
remains the same, i.e., the capital by the end of the day
becomes (X+P) dollars.

However, if the decision is to work in spite of a storm
forecast, and if the storm does strike as predicted, the com-
pany spends (M+S+E+W) dollars bf the X dollars it started
with. (S+E+W) dollars of this is wastage. Further, since the
work cannot Ee_completed for marketing, no profit can be made.
Hence, at the end of the day, the company is left with a caéi-
tal of (X-S-E-W) dollars. This, compared with a regular work-
ing day, is equivalentrto'a loss of (X+§)-(X—S-E-W) or {S+E+W+P)
dollars. This profit/loss picture remains the same for a day
when the forecast is for clear weather, and a storm occurs un-
expectedly, i.e., for a miss day.

Now consider the situation when, due to a storm fore-
cast, the decision is made not to work. Since there is no
work, there is no profit. Also, the equipment rental will
have to be paid because such rentals are usually prearranged.
However, with proper precaution, the perishable raw material
can be saved. Further,-adjustments can be made to the com-

. pany's benefit regarding the wages of the workers. The company
would, obviously, like to achieve a "no work, no pay" policy.
which worker's unions may not always accept. Various construc-
tion companies have been contacted relative to this issue, and
it has been found that there are no fixed rules regarding

union contracts. However, the two bounds within which a set-

tlement is usually reached are (a) no pay for the afterncon,



and (b} two hours' wages for the afterncon if the decision is
taken to call off the afternoon's work due to storm apprehen-

sion. Thus, at the end of a no-work day, the company is left

with a capital of (X-E-W') dollars where W' varies from zero

to two hours' wages. The expense due to such a decision, in

comparison with a normal working day, is (X+P)-(X~E-W') or
(P+E+W') dollars. The picture remains the same as long as
there is no work, irrespective of whether a storm does or
does not occur. |

The various combinations shown in Figure 3.5 can be
expressed as a matrix of expense functions as shown in Table
3.4. The numerical values used in this table are calculated
as follows.

From Table 3.2, it follows that the total amount of'
perishable material used per year {approximately 250 working
days of construction) throughout the United States {approxi-
mately 3,022 thousandrsquare miles) 1s 18.2 billion dollars.

Assuming uniformity in construction throughout the country,

the amount of perishable material used per half a day {since
thunderstorms usually occur in the afternoon) Per sgquare mile
becomes 12.045 dollars. The remainder of the numbers are
calculated in the same fashion. It should be noted that con-
struction activities have been assumed to be uniform through-
cut the country. .

In order to decide upon the optimal policy for the con-
struction company, the expected cost associated with the de-
cision to work in the face of a thunderstorm forecast has to
be compared with the decision to stop work. It is clear from

Table 3.4 that, for the three lévels of forecasts considered,

[P+E+W '] <ﬁll [S+E+W+P] £ 3.4)



Forecast

S |
Vo v

No Storm Forecast

Storm Forecast
Decision: Work Decision: No Work Decision: Work
Expenseg:
[P+E+W' ]
v o \’
Storm Occurs Storm Deoes Not Qccur
fxpenses: Expenses:
{S+W+E+P] Zero
J; ‘ v
Storm Occurs Storm Does Not CGccur
Expenses: Expenses:
[S4+W+E+P] Zero

Figure 3.5 Expenses of the Construction Industry

Table 3.4 Expense Function of Construction Industry
Per Square Mile Per Afternoon of Storm

Forecast (Dollars)

Policy Storm No Storm
Work S+E+W+EP 0
No Work P+E+W’ P+E+YW!

8§ = 12.045, E
0




Hence, the optimal policy for a construction company should be
to stop work in the afternoon if an afternoon thunderstorm had
been forecast in the morning. (It should be noted that, when
the cost function is defined as the national or societal

loss rather than the expenses of the construction industry,
the optimal decision need not be the same, as will be

evident later in this Section.)

The potential saving of one forecast capability with re-
spect to ancther is the difference between the expenses incur-
red due to thunderstorms when using the forecasts of the two
systems under the assumption that the respective optimal
policy on construction schedule has been followed in each
case. These optimal policies, given a storm forecast as de-
scribed abhova, zrs listed in Table 3.5.

Combining Tables 3.3 and 3.4, it is possible to find
the expenses incurred under various forecast systems on (1) a
miss day, (2) a false alarm day, and (3) a storm day that has
been correctly forecast. These are shown in Tables 3.6, 3.7,
and 3.8, respectively, in terms of freguenecy of thunderstorm
cccurrence. Table 3.9 gives the aggregate of all these
expenses for the different forecast capabilities considered, and
Table 3.10 gives comparative figures on the potential savings.

In the previous paragraphs, construction industry ben-

efits have been estimated based upon a policy of industry cost

minimization. The cost-minimization, it should be noted,
occurs at the expense of reduced wages paid to construction
workers when following a policy of "no work" when a forecast
is given for thunderstorms. This possible reduction in wages
may be viewed as a "disbenefit" to the construction workers

and the estimation of societal expenses and benefits should

take this into account. It might be argued, however, that the



Table 3.5 Optimal Policy for Construction Industry Given
A Storm Forecast : .

Type of

Forecast Policy
1. Perfect ) Stop Work
2. Conventional®* Stop Work
3. Level 1* Stop Work
4. Level 2 % Stop ﬁork
5. ©No Forecast Facility Work

* As per forecast accuracies given in
Figures 3.3 and 3.4.

reduction in wages is a normal result of the functioning of
sﬁpply and demand in a free economy and that the ﬁages plus
the leisure time value provide the necessary compensation to
labor. In this case, the construcfion industry benefits cor-
respond to the societal benefits. On the other extreme are
the societal benefits which take into account the loss of

workers' wages. This "disbenefit" approach is now considered.

This societal expense function can be established in a
manner similar to that of the constrﬁctinn industry where a
capital of X dollaxs is avilable at the start of a day. At
the end of a regular day (no storm and no storm forecast), the

capital in the hands of industry and construction workers is*

* Start with X dollars. Industry spends S+W+E. Total earned by
industry and workers (and equipment rentors) is S+W+E+P and
W+E, respectively. Total money available to industry and
workers at day's end is therefore X-(S+W+E}+ (S+W+E+P)+ (W+E)=
X+W+E+P.



Table 3.6 Annual Expenses Due to Migs For Construction Industry
# of Days of Area Miss Expenses in Million §
Thunderstorm (sgquare
Occurrence miles] No Porecast Convy Level 1 | Level 2 | Perfect
100 4,151 21.80 1L.09 D.65 0.44 0
90 8,302 39.24 1.96 1.18 0.78 <]
8o 20,755 87.120 4.36 2.61 1.74 [¢]
70 58,114 213.83 10.68 6.40 4.27 [i]
60 99,624 313.90 15.70 9,42 6.28 4]
50 581,140 1529.93 76.130 45.78 30.52 o
a0 747,180 1569.53 78.47 47.0% 31.39 4]
E14] 547,932 863.24 43.16 25.90 17.26 ]
20 249,060 261.59 13,08 7.85 5.23 0
1o 282,268 148.22 7.41 4.45 2,96 0
b 66,416 17.44 8.72 0.52 0.35 0
ngiiion $) 5,062 0.281 0,152 0.101 o]
Table 3.7 Upper Bound of Annual Expenses of Constructien Industry

Due to False Alarm (W'

=~ 9.563)

False Alarm Expenses in million §

# of Days of Area
Thundersatorm isgquare
Dccurrence miles)
No Forecast Conv Level L | Level 2 Perfect

100 4,151 o] &.56 4.15 2.22 0

9Q 8,302 Q 11.81 7.47 3.99 1]

80 20,755 0 26.25 16.59 8.88 ¢

70 58,114 0 65.32 40.65 21.75 o

60 99,524 0 94.50 59.73 31.96 0

50 581,140 3] 459.45 290.43 155,37 D

40 747,184 o] 472.48 298.59 159.80 0

ip 547,932 [+ 259.95 164,27 87.89 )

20 249,060 [+] 78.7% 49.80 26.63 0

10 282,268 4] 44.67 2g.18 15,09 Q

5 66,416 ¢} 5.25 3.33 1.727 it

ngiiion s o 1.525 0.963 v.515 o




PTable 3.8

Upper Bound of Annual Expenses of Construction Industry
Due to Storm days Correctly Forecast (W' =

8.563)

# of Days of

Area Expenges Due to Storm Corractly Forecast
Thunderstorm | (square {mil2ion §)
Orcourrence niles}
Ho Forecast Conv Level 1 Level 2 Poarfact
100 4,151 Q 12.19 12.44 12.57 12.83
90 8,302 0 21.94 22.40 22.63 23.09
80 20,755 0 48.75 49.78 50.29 51.32
70 58,114 4] 119.44 121.96 123.21 125.73
&0 29,624 o 175.51 179.20 181.05 184.74
50 581,140 [} 853.16 ‘B7l.12 880.10 B9B.06
40 747,180 0 B77.54 896.01 905. 25 923.72
30 547,932 0 482.65 432,81 497.89 508,05
20 .249,060 ¢} 146.26 149.34 150.87 153.95
10 282,268 4] 8z2.88 84.62 85.50 87.24
5 66,416 0 3.75 9.96 10.08 10,28
f roTaL
illd
[:? on o 2.830| 2.890 2.919 2.979
Table 3.9 Aggregate Annual Expenses of Construction Industry Due
t¢ Thunderstorms (in Billion $}
: Correctly Forecasted
Type of Storm False Alarm Mise Total
Forecast Upper Lower Upper . Lower Upper Lower
Bound Bound Bound Bound Bound Bound
Mo Forecast 0.0 0.0 0.0 0.0 5.062 5.062 5.062
conv 2.830 1.954 1.525 1.053 | 0,251 4.616 3.268
Level 1 2.890Q 1.9%6 0.963 0.665 ) 0.152 4.005 2.813
Level 2 2.919 2.016 0.515 0.365 | 0.101 3.535 2.979
Parfect 2.979 2.057 0 o o 2.979 2.057

Fote: The upper and lower

respectively.

bounds are based upon W'=0 and w'u9.563'dollars,




Table 3.10Q Comparative Savings for Construction Industry
' {in Billion §)

T ] = =

Levels Compared . Upper Bound Lower Bound
Level 1 over Conv 0.61 0.45
Level 2 over Level 1 0.47 0.34
Level 2 over Conv 1.08 0.79

X+P+W+E. It should be noted that the interaction of the con-~
struction industry with other industries has not bsen taken
inte account. This would regquire an input/output-type analf—
sis which is well beyond the scope of the current efforts.
The expense function under the various combinations of
storm-no-storm forecaéts and work-no~-work policies are given
in Figure 3.6. It should be noted that the only change rela-
tive to the construction industry cost minimization policy as
illustrated in Figure 3.5 is in the branch which illustrates
the no-work policy given a storm forecast; i.e., the societal
expense function is P+W+E, whereas the construction industry
expense function is P+W'+E. This difference in expense
functions is taken into account and summarized in Tables 3.1l
and 3.12 for the expensés incurred as a result of false
alarms and correct storm forecasts, fespectively. The effect
of misses is summarized in Table 3.6 where it should be noted
the construction industry and societal expenses are the same.
Table 3.13 presents the aggregate or total societal expenses
on annual construction due to thunderstorms. Several poiuts

should be noteqd, namely, {(a) the societal expenses are



6T1~-¢

Forecast

Storm No Storm

Work No Work ' ' Work

No Work

SEtorm | No Storm

l l ) Storm No Storm

Expense: Expense: Start: X Start: X Start: X
S+P+W+E O Spend: W'+E Spend: S+WH+E Spend: S+W+E
Earned: (0}+(W'+E) Earned: (0)+(W+E) Earned: {(S+W+E+P)+ (W+E)
Day's End: X Day's End: X-S Day's End: X+P+W+E
Expense: P+W+E . Expense: S+WH+E+P Expense: O
Note: "Earned" includes both construction industry and construction workers

Figure 3.6 Societal Expenses



. Table 3.11

Societal Expenses On Construction Incurred On False Alara Daysg

B OF Days Area False Alarm Expenses in Million §
0f Thunderstorm {sgquare miles)
Occurrence No Forecast Conv Level 1 Level 2 Parfect
100 4,151 0 B8.59 5.43 2.91 0
@0 8,302 o 15.46 9.78 5.22 0
80 20,755 o 34,37 21.72 11.63 o
7o 58,114 0 B5.53 53.23 28.48 ]
60 99,624 0 123.74 78.21 41.85 )
50 581,140 0 £01.%1 380.29 203.44 G
40 747,180 L] 618.67 390.98 209.24 0
30 547,932 [+] 340,38 215.10 115.08 0
24 249,060 1] 103.12 65.21 34.87 1]
10 282,269 v} 58.49 36.90 19.76 0
5 66,416 o .57 .36 2,32 0
TB1lsion o 0 1.997 1.261 0.674 o
Table 3.12 Societal Bxpenses On Construction Incurred On Storm Days Correctly Forecast
=
Expenses Due To Storm Correctly Forecast fIn Million §
# of Days of Area -
Thunderstorm (sqQquare miles) No
Occurrence Forecast Conv Level 1 Level 2 Perfect
100 4,151 0 15.96 16.29 16.46 16.80
90 B,302 [+] 28.73 29.33 29.63 30.23
B0 20,755 0 63.83 65.18 65.B5 67.20
70 58,114 0 156.40 159.70 161.33 164.63
60 99,624 1] 229.8) 234.65 237.07 241,90
50 581,140 0 1117.14 1140.65 1152.41 1175.93
40 747,180 4] 1149.06 1173.25 1185, 35 1209.53
30 547,932 0 631.99 645.29 651,94 665.25
20 249,060 o] 191.51 195.55 197,55 201.58
10 282,268 o i08.52 110.80 111.95 114,23
5 66,416 o 12.77 13.04 13.17 13.43
ot Tien o o 3.706 3.784 3.823 3.901




greater, as would be expected, than those of the construction
industry alone as given in Table 3.13, {b) the societal

expense function, and hence savings and benefits, is
independent of w' and dependent upon W. The reason for this,
is that a reduction in wages paid by the construction industry
results in a change in the industry expense function which is
cancelled out by a corresponding change in the workers' expense
function and, (c) the total societal expen=es, as indicated

in Table 3.13, are less when there is no forecast data utilized.
The reason for this is that, when no forecast data is utilized,
the optimum societal policy coincides with that of the
construction industry (i.e., work unless there is a storm) ,
whereas, in all other cases, the optimal societal policy does
not correspond with the optimal policy followed by the
construction industry.

A comparison of societal savings which may result from
achieving different forecast levels is presented in Table 3.14.
It should be noted that these savings are greater than the
savings that result when consideriﬁg only the construction
industry (i.e., not considering societal benefits). The
reason for the increase in potential savings is that an
optimum societal policy {(work/no-work} is not being followed
and improved forecast capability can reduce the disbenefit
as seen by the workers. In other words, the burden placed
on the workers (in terms of wages, foregone) is reduced as
forecast capability is increased when the construction
industry persues its optimum course of action.

The present worth or value of the benefit stream that
might accrue as a result of these savings will now be
discussed. The present worth of the benefits depends on the

following factors:



Table 3.13 Aggregate Societal Expenses On Annual
Construction Due To Thunderstorms
{(Billion §)

i |
Correctly
Type of Forecast False Miss Total
Forecast Alarm
Storm
No Forecast 0.0 0.0 5.062 5.062
Conv 3.7086 1.997 0.261 5.964
Lewvel 1 3.784 1.261 g.1l52 5.197
Level 2 3.823 0.674 0.101 4.598
Perfect 3.901 2.0 .0 3.901
1
Table 3.14 Comparison Of Societal Savings In Annual
Construction (Billion §)
e S
Levels Compared Amount of Saving
Level 1 over Conv : .767
Level 2 over Conv 1.366
Level 2 over Level 1 .589




1. Magnitude of potential cost saving,

2. The fraction of the potential cost saving
which may be realized in practice through
user implementation,

3. The date when the implementation program
begins,

4. The shape‘of the implementation curve
during the transitional period, and

5. The factor by which the future benefits are
to be discounted to calculate the present
worth.

Up till now, only point (1)}, i.e.. the magnitude of the poten-
tial cost saving, has been discussed. The other factors are
considered below. |

As a result of contacting a number of constructicn
companies (viz-Bechtel, Turner,_Lummus, Parsons, Ebaska, Auétin,
etc.), it has been found that utilization of weather forecast
information varies considerably from company to cémpany. On
one extreme is the case where a company schedules its daily
work completely disregarding the weather forecast. On the
other extreme is the case where a weather forecast available
in the previous evening as well as the morning forecast for
the afternoon are meticulously accommodated in the construction
schedule. lWith such a wide wvariance, the average wvalue usually
loses its significance. However, considering the wvolume of
business of various construction companies and their respective
éensitiveness to weather forecasts, it appears that approxi-
mately 30% of the potential cost saving associated with today's
available forecast information is achieved through proper
implementation. The validity of this estimate of the achieved
utilization of weather forecast data can only be verified by
a statistically significant sampling of the firms in the
construction industry and a detailed analysis of the operations
and costs of a number of construction firms. The remaining 70%

unachieved is partly due to the traditional ways of running

3-23



the construction business and partly due to the diffident
attitude towards weather forecasts because of the inherent
inexactitude of the present forecasting system. However, it
can be assuméd that with improvements in weather forecasts,
this diffidence can be gradually overcome, and that with
gradual refinements in construction policies, companies will
be more prone to utilize weather information in scheduling
work. Thus, 30% seems to be a conservative estimate of the
implementability of potential benefits for the future.
Regarding the date of implementation of an operational
forecasting system which will provide continuous and on
demand data and the user implementation curve, it should be
noted that the launching of a satellita 2long with the
development of an operational system usually takes place in
two phases. The first phase is experimental during which
scientific knowledge is gathered and the potential capabilities
demonstrated. This ié followed by the second phase which is
the development of the operational system during which the
majority of the potential benefits are realized.. For
example, ATS-3, launched in 1967, demonstrated the capability
of color photography {11] from a synchronous orbit, using a
multi-color. spin-scan camera. The operational descendant of
ATS-3 is GOES with its launching in 1974. It is expected that
the operational system for data reception and interpretaticon
associated with GOES will be fully established by 1979 [12].
Thus, the time interval between launching an experimental
satellite and its operational descendent (in the case of
AT5-3 and GOES) has been seven years. The economic benefits
can be achieved starting with the launch of the operational
satellites. However, it.is expected tec take another five
years to reach the steady state value, i.e., complete system

implementation and maximum implementation of system capabilities



into usér opérations. The implementation curve (for ATS-3-GOES)
is assumed to be S-shaped, as shown in Figure 1.2, an@ is
extended over the periecd 19677to 1979, with zero wvalue from
1967 td 1974, followed by a transitional increment till it
reaches the final level at 1979. The S-shaped curve can be
approximated by the Normal Distribution Function {cummulative)
and can be sﬁecified in terms of the expected value {(year
during which 50% of the'final level of implementation is
achieved) and standard deviation of the implementation time.
Assuming that the experimental SEOS will be launched in
the year x, where x is in the range of 1980 to 1985, the
operational descendent may be expected to be launched in the
vear x + 7, and the benefit is expected to reach its £full
value in the year x + 12. BAccordingly, the equation for the

user implementation curve is given by:

i
- 8B f 2, 27.. -
B, = —2 fexp [-(t-x-m)?/20°]at (3.5)
t Varo

for i > x + 7

and B = o ‘ {(3.86)

for i< x + 7

where

B is the benefit achieved in the year i

X is the calender during which the experimen-
tal satellite is launched (beginning of

year assumed)

B is the steady state value of the benefit



a is 1.67 based upon an assumed 5 year build up
of benefits

m is the year, relative to experimental satellite
launch date, during which 50% of the final
level of implementation is achieved

§ fraction of benefits achieved through proper
implementation (estimated as 0.3)

The present worth of the benefits calculated for 1974,

discounted at the rate of 10% is:

& B
pve = 2. ;_1974 £3.7)
i=x+8 (l+r) ‘
whare r = 0.1

Note that a discount rate of 10% has been utilized. The
discount rate is the effective discount rate and as such
includes the effects of inflation. The effective discount
rate, r,, is related to the social rate of return, R, and the

inflation rate, I, by
{(l+r)=(1+R}/(1+I)

Therefore, the choice of r=10% implies either no inflation or
a value of R in excess of 10%. The use of a lower value of R
or an inflation rate greater than zero has the effect of
reducing r and increasing the estimated present worth of
benefits. Therefore, it is felt that the choice of r=10% leads
to conservative results.

The summation of the infinite series in Equation (3.7)
and the normal distribution function of Equation (3.5) yields
approximately:

PVB = 1.34m/(1.1)% 1974 (3.8)



Equation (3.8) is used to calculate the present worth
of the benefits resulting from the different forecast systems.
The difference of the present worth represents the present
worth of one forecast system relative to the other. A
comparison of the present worth is illustrated in Figure 3.7
for #alues of x (i.e., the launch date of the experimental
satellite) varying between 1980 and 1985. The high and low
values, as discussed previously, correspond to two hours'
wages and no afternoon wages, respectively, when afternoon
work is called off due to thunderstorm forecasts.

Also illustrated is the present Wbrth of societal
benefits. Since societal savings, for any specified forecast
capability are independent of w' it follows that PVB is
independent of.w' and only a single curve of PVB vs. year of
experimental launching is necéssary. This is contrasted to
the dependence of PVB.upon w' when oﬁly‘construction industry
benefits, are considered. For PVB of the construction
industry, o< w'< 9.563 where the upper bound is for:2 hours
wages. It should be noted that if this upper bound approached
4 hours wages (i.e., a full afternoon's pay) the upper curve
of the construction industry becomes coincident with the curve

of PVR for the societal benefits.

3.2.2 Air Transportation

The air transportation industry can be dividen into the

following three categories [9]:

1. General Aviation: personal, recreational,
instructional, etc.

2. Commercial Aviation: both domestic and interna-
tional flights by carriérs owned by American
companies to and from U. S. terminals on both
scheduled as well as non-scheduled flights.
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3. Military: both domestic and overseas flights opera-

ted by the U. S. Military Airlift Command.

The major portion of the air transportation industry
falls into the commercial aviation category. The commercial
airlines industry may be classified as being capital intensive
with fixed costs being between 68% and 88% of operation
expenses [13]. These figures are calculated .on the basis of
1965 price levels. They may be somewhat different after the
recent boost of gasoline price. However, acsuming that these
figures still hold and will continue to hold in the future,
the cost avoidance due to a cancelled flight is between 12%
and 32% of the total cost (including the fixed costs)
associated with that flight. The revenue associated with a
flight is completely lost if the flight is cancelled. Stormy
weatherlproduces flight delays and cancellations. 2 delavyed
arrival aue to stormy weather, however, is a more prevalent
phenomenon than a complete flight cancellation. A flight
delay results in increased operational costs. Furthexy, there
are other costs associated with flight delays, sﬁch as board
and lodging expenses of stranded passengers, and the hidden
cost associated with the inconvenience, missed appointments,
lost contracts, etc. suffered by such passengers. Thus, the
improvement of thunderstorm forecast capability will yield
cost reducticn opportﬁnities to commercial airlines resulting
from reductions in flight delays and flight cancellations.
Specifically, the improvement of thunderstorm forecast
capability will:

a. reduce the probability of being caught in an

unexpected thunderstorm, i.e., the probability
of a miss (as had been defined previously)

will be reduced. This, in turn, will improve
the delay situation, and,



b. reduce the number of false alarms, i.e., forecasts
for storms which in reality do not occur. A storm
alarm compels airline companies to cancel flights
or to take alternate routes of transportation
which are more expensive, and usually associated
with delayed arrivals. Thus, there are savings
associated with improvements in the false alarm
situation.

It is, in general, not true that improved storm fore-
casts will reduce the accident rate of commercial airlines
since commercial airlines rarely have accidents that are
weather related [14]. The same holds for military aircraft
as well. However, this is reversed in the case of "general
aviation" -- as preveiously defined. Most of the general
aviation aircraft are small, with limited rangz, and willhiout
sophisticated and automated instrumentation facilities. As a
result, the cost which results from accidents far outweighs
the cost which results from delays and flight cancel-
lations [14]. '

The method used to compute the benefits of improved
thunderstorm forecaszt capability to the three categories of
air transportation is similar to that described in connection
with the construction industry except for the fellowing two
main distinctions:

a. the average, flight times are relatively short

being, on the average less than two hours.
Therefore, the most relevant riece of weather
information for the air transporation industry
is the two hour forecast rather than the six

hour forecast as is the case for the construc-
tion industry.

b. 8ince the question of human life is involved, the
decision in the face of a storm forecast has been
assumed to be one of always circumventing the
area where the storm is forecast. This may not
be an optimal decision in the strict economic
sense (as has been discussed previously for the



construction industry where the objective was that
of minimizing the cost of the construction industry
and pursuing a policy of action and no-action

which would achieve that objective). However, it
has been found that the general practice of the

air transportation industry is to be on the
conservative gside and avoid a storm forecast

region rather than to take chances. It is believed
that this practice is not going to change within
the foreseeable future.

General Aviatilon

As mentioned earlier, the principal cause of weather
related loss in general aviation is accidents. cut of a total
of 22,151 general aviation accidents between 1964 and 1967
(both inclusive), there were 1,536 that were due to bad
weather and 25 of these were due to faulty forecasts [9].

A question arises as to why only 1.6% of the weather related
accidents are due to faulty forecasts., It is felt that the
remaining 98.4% of the weather related accidents are due to
the fact that people are so used to false alarm situations
that they tend to treat a storm forecast rather lightly.
Consequently, if they run into trouble due to a storm, the
weather forecasting agencies can claim that indeed there was

a storm foregcast. Thus, with improved thunderstorm forecasts,
benefits should accrue in two areas:

a. As the miss rate decreases, there will be less

accidents due to faulty forecasts.

b. As the false alarm rate decreases, thunderstorm
forecasts will be taken more seriously. Hence,
there will be fewer weather related accidents
that are not directly due to faulty forecasts.

The 25 accidents which occurred between 19264 and 1967

that were due to Ffaulty forecasts essentially constitute

the miss expenses associated with a conventional forecast

system. This is eguivalent to 6.25 accidents, on the average,



per year. For 1974 and through the 1980's, this, most probably,
is a conservative figure. However, assuming this figure to

hold through the 1980's and assuming that the average price of
such an aircraft is ten thousand dollars, the yearly miss
expense associated with the conventional forecast system is
62,500 dollars neglecting the loss of human lives {which is
about 12 per year [9])_ In order to find the corresponding

loss associated with different forecast capabilities it is
necessary to compute the respective miss rates as compared to
the conventional system. The conditional probabilities, as

provided by NASA, for two hour forecasts are shown in

Figures 3.3 and 3.4. These, when inserted in Equations 3.1
and 3.3 vresult in Table 3.15, where the geographical
distribution of storm areas is reproduced from Figure 3.2,

Table 3.15 Geographical Digtribution of Miss & False Alarm Days
{Two Hour Forecast)

# of Days of Area # of Miss Days & of False Alarm Days

Thunderstorm (5quare

Gecurrence Miles} Conv Level 1 Level 2 Conv Level 1 Level 2
100 4,151 2.00 1.00 0.50 32.63 24.75 13.51
90 8,302 1.80 0.%0 "0.43 29.37 22.27 12.21
80 20,755 1.60 0.80 0.40 26,11 19.80 10.85
70 58,114 | 1.40 0.70 0.35 23.31 17.32 9.50
(1) 99,624 1.20 Q.60 Q.30 19.58 14.85 8.14
50 581,140 {-1.00 0,50 0.25 16,32 12.37 6,78
40 747,180 | 0.80 0.40 0.20 13.05 9.9 5.42
g 547,932 | 0,60 0,30 0.15 2.79 7.42 4.07
20 249,060 | 0.40 u.20 0.10 6.53 4.95 2.71
1o 282,268 0.20 0.10 0.05 3.26 2.47 1.36
5 66,416 | 0,10 0.05 0,03 1.6 1.24 D.58




Assuming that the number of forecast related accidents is
propertional to the miss percentage, it follows directly from
Table 3.15 that the expected annual loss due to forecast
related accidents with a Level 1 forecast capability is
31,250 dollars and six lives, and the same with a Level 2
forecast capability is 15,625 dollars and 3 lives. These are
listed 'in Table 3.16. |

As mentibned earlier, the expenses in general aviation
due to false alarms are associated ﬁith accidents that occur
because fliers often take chances in the face of a storm
forecast on the assumption that it would turn out to be a
false alarm. Reference 9 states that the total weather ‘
related accidents during a four year period was 1,536, out of
which 25 were due to incorrect forecasts. Thus, 1,511
accidents took place duriﬂg periods of time during which bad
weather was forecaét.. Assuming that the thunderstorm seaéon
encompasses six months per vear, approximately 190 accidents
per year can be attributed to thunderstorms and tornadoes

which were correctly forecast but not paid heed to. This

Table 3.16 Expenses of Air Transportation Induatry Which are
Due to Thunderstorms {(Million $}
_ General Aviation Commercial Aviation
Conv Level |1 Level 2 Conv Level 1 Level 2
- 063 031 -016 9.40 4.70 2.35

; * + +
M
oS . 12 lives 6 lives 3 lives

1.26 .'53 .32 )

1.90 1.43 .18
False + + + - 12.35 9.34 5.12
Alarm 375 lives 275 ljives 150 lives

39,4 . 28,93 15.78

1.98 1.486 T .80 21.75 14.04 7.47

+ + + -

Total 387 lives 28l lives 153 lives

40.66 29.56 16.10




corresponds to 1.90 million dollars and approximately 375 lives.
From Table 3.15, it directly follows that 5.79% of the entire
area of the United States is, on the average, under the spell
of false alarm days during the six months of the storm

season. For the Level 1 and the Level 2 forecast capabilities,
the corresponding figures are 4.38% and 2.40%, respectively.
Assuming a linear relationship between the false alarm
accidents and the percentages of false alarm, the expenses
given a Level 1 forecast capability become 1.43 million
dollars and approximately 275 lives. The corresponding
expenses given a Level 2 forecast capability become

0.78 million dollars and approximately 150 lives. These are
listed in Table 3.16. The assumed linear relationship between

L1

false alarm accideuis and false alarm percentages is justified
to the extent that if the false alarm percentage becomes zero,
the false alarm accidents also will tend to zero. This
follows since complete faith will then be placed in the storm
forecast, and fliers will not take a chance when the forecast
is for bad weather, except possibly those few with whon
danger happens to be the breath of life.

The economic value of a life may be expressed as the
present worth of the expected future earning stream of an
individual. Assuming an average working 1life of 30 years
and an average income level of $20,000 (for those who fly},
an economic value of approximately 0.2 million dollars is
obtained at a discount rate of 10%. - If it is assumed that
the average working life expectancy for those involved in
accidents is 1/2 their average working life, the economic
value of a 1ife is estimated to be on the order of
0.1 million dollars. The "lives" indicated in Table 3.16

have been converted to their economic equivalent and inciuded

in the indicated totals.



Commercial Aviation

As mentioned previously the primary expenditures of
commercial airxlines due to thunderstorms are the result of
delays and flight deviations from the optimal flight path.
Part of these expehditﬁres can never be recovered because
thunderstorms do occur in reality. However, with improved
thunderstorm forecasts, that portion of the expenditures
which are the result of false alarms and missed storms can be
decreased. A miss, i.e., an unexpected storm; creates, among
other things, a ianding problem and as a result aircraft are
delayed in flight. If cautioned beforehand, alternate flight
and landing arrangements can be made, though at a certain
cost. A false alarm compels the airlines to take alternate
routes in order to avoid the storm forecast area, thus
incurring additional expenditures which can be avdided with
an improved forecasting capability. The costs associated
with false alarms and missed storms are discussed in the
following paragraphs.

Data presented in rReference 2 indicatés that there
were a total of approximately 1.6 million flights per day
(in 1968) of the U. g. trunk and local service airlines
{based on revenue miles). It further states that about
0.65 percent of all flights incur weather delays at an
average of 55 minutes per incident. Assuming that these
figures will hold in 1974 and through the 1980's, the total
number of incidents per year is 11,400. Assuming six months
per year as the thunderstorm season, the number of delay
incidents is approximately 5,700 per year which corresponds
to 313,500 minutes. since this delay is di:ectly propor-
tional to the percentage of miss, it follows from Table 3.13,

that the corresponding delay with the Level 1 forecast



capability should be 156,750 minutes and for the Level 2 fore-
cast capability should be 78,375 minutes.

Several different airlines have been contacted to
determine the dollar loss per minute of delay. As expected,
this loss depends on the type of aircraft. However, it has
been estimated that approximately $30 per minute of delay
iz a reasonable average figure after the recent boost in
petroleum prices. fThus, not taking into account the
inconveniences caused by the delay, the direct cost alone
becomes 9.4 million dollars with a conventional forecast
capability, 4.7 million dollars with the Level 1 forecast
capability, and 2.35 million dollars with the Level 2
forecast capability. These are listed in Table 3.16.

The number of 4,400 flights per day corresponds to
the 1.6 million flights per year. Assuming that an average
flight has the duration of an hour, and that flying cost is
$30 per minute, the total flight expenses become
approximately 7.9 million dollars per day. Assuming a uni-
form distribution of flights throughout the United States,
Table 3.15 can be used to find the cost associated with
flights that encounter false alarm areas. A false alarm
creates expenditures due to the fact that flights have to
deviate from the optimal route. Reference 15 indicates
that, on the average, a deviation from the optimal increases
the cost by 15%. Thus, the false alarm cost which can be
avoided by maintaining the optimal route is 15% of the cost
of the flights that encounter false alarm areas. These
values, given various levels of forecast capability, are

listed in TPable 3.16.



Military Aviation

It has been difficult to obtain specific data regarding
the volume of military transportation and the various costs
associated with false alarm and miss. Reference 9 indicates
Ehat the expenses of military transportation are on the order
of 10% of the expenses associated with commercial transporta-
tion. Accordingly, it directly follows f£rom Table 3.16 that
the annual cost resulting from false alarms and misses in
military transportation is 2.17 million with a Conventional
forecast capability, 1.40 million with a Level 1 forecast
capability, and 0.75 with a Level 2 forecast capability. This
is listed in Table 3.17 which presents the total expense
picture of the air transportation industry under the various

assumed levels of forecast capability.

Table 3.17 Comparison of the Expenses and Amnnual Savingé

of the Air Transportation Industry with :

pifferent Forecast Capabilities (in Milllonsl

S ——
Sector Expenses Annual Savings
_ Level 1 Level 2
Conv. Level 1 Level 2 Rel. to Cenv. Rel. +o Conw.

General ) 40.66 = 29,56 16.10 11.1 24.56
Commercial 21.75 14.04 7.47 . 7.7 14.28
Military 2.17 1.40 0.75 .8 l1.42
Total 64.58 45,00 24.32 19.6 40.26




The present worth of the benefit stream that might
accrue as a result of the air transportation industry savings
illustrated in Table 3.17 can be determined in a manner
similar to that of the construction industry. As discussed
previously the present worth of the benefits depends upon the

following factors.

1. Magnitude of potential cost savings,

2. The fraction of the potential cost saving which
may be realized in practice through user
implementation,

3. The date when the implementation Program begins,

4. The shape of the implementation curve during the
transitional period, and

5. The tactor by which the future benefits are to be
discounted to calculate the pPresent worth,

With respect to these factors, the magnitude of the
cost savings is as indicated in Table 3.17. Since the aijir
transportation industry currently uses weather forecast data
on a routine basis it is assumed that this practice will
continue. Therefore, it is anticipated that 100% (i.e.,
referring to Equation 3.5, §=1.0) of the potential cost
savings will be realized in practice through user implementa-
tion (i.e., 100% of the users will make use of the improved
forecast data).

The date when the implementation pProgram begins
depends, as discussed iﬁ Section 3.2.1, upon the launch date
of an experimental satellite to prove‘feasibility and the
length of time between experimental satellite launching and
operational satellite launching. From the point of view of
the present worth computation, this time frame is treated in
a parametric fashion but with the same basic assumptions as

in Section 3.2.1.



For the construction industry an S~-shaped implementation
curve was assumed to hold during the transitional period. The
reason for the S-shaped build-up of benefits was based upon.
the fact that many companies within that industry would have
to change their operations and procedures in crder to effi-
ciently utilize the thunderstorm forecast capabilities
postulated. This is not the case, however, with the air
transportation industry which currently utilizes thunderstorm
forecast data on a routine basis. It is assumed that as new
and improved forecazst data becomes available it wi%l auto-
matically be incorporated and used by the air transportation
industry. It is therefore assumed, referring to Equation 3.5,
that both m and ¢ approach zero.

With the above assumptions, the present worth of the
benefits calculated for 1974 can thence be obtained using
Equation 3.7 where Bi = o prior to the establishment of an
operational capability and Bi = gavings as indicated in
Table 3.17 after the establishment of an operational capa-
biljty. The present worth of the benefits associated with
the air transportation industry are summarized in Figure 3.8
in terms of level of forecast capability and experimental

satellite launch date.

3.2.3 Agriculture

The effeét cf improved information, uéing satellite
remote sensing technoleogy, in the area of agriculture is
far reaching and has many aspects to it. WNot only may it be
possible to improve agricultural production by using more
accurate weather forecasts, but it ﬁay be possible to achieve
better on-line photeographic information regarding the status

of the agricultural produce, which, in turn, will have an
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effect on the price and the trade of agricultural products.
In this section, however, only the effects of improaved
thunderstorm forecasts are studied in as far as preventive
actions can be taken to minimize losses due to such storms.
These preventive actions essentially consist of circumventing

the effects of storms by rescheduling the following operations:

l. Planting,
2. Spraying,
3. Irrigation policies, and

4. Harvesting.

Planting or harvesting during a storm or immediately prior to
it causes the obvious damage. Spraying insecticides just
before a storm results in a wastage. Irrigation policies can
be modified before a storm so as to minimize the amount of
standing water on fields and thus avoid damage to the crops.
The underlying assumption, however, is that there is enough
lead time associated with a forecast to enable the farmer to
reschedule such operations. Since most operations involvé
a significant labor éontent and since labor contracts for
operations are usually made well in advance, it is assumed
that improved thunderstorm forecasts that yield less than
twenty~four hours of 1lead time have little significance. The
analysis which follows is based upon the accuracy of the
twenty-four hour (lead time) thunderstorm forecasts. It
should be noted, and wiil be discussed later, that certain
operations, such as harvesting, may not be alterable within
the context of more accurate twenty—four hour forecasts.

A thunderstorm can be the cause of the following

situations, each inducing a loss:



a. storm occurrence at the harvesting time,

b. standing water on the surface of the field, and

c. wastage of insecticide and fungicide sprayvs washed

away by the rain water associated with thunder-
storms.

If a storm occurs during the harvesting time, the grower has
two alternatives. He can either go ahead with the schedule
ignoring the storm and, thereby, deteriorating the quality
and the price of the harvested crop, or he can postpone
harvesting, in which case he cannot meet the demand on time.
An order (i.e., demand) which cannot be filled at a specified
time but which remains as an open order usually induces a
loss, because if the market price increases the grower cannot
take advaentayge of the higher price, and if the market price.
drops the grower has to supply the product at the lower price.

Standing water on a field surface can produce losses in
various ways. If standing water occurs during the sowing time,
germination is hampered and new plants are washed out. If it
occurs during the harvesting time, the operation of harvesting
itself is difficult to carry out, and if carried out creates
deterioration in the guality and the vield. If excess
standing water occurs during the growing season, the crop will

not have the proper nourishment and will tend to rot.

If a thunderstorn occurs just after spraving insecti-
cides and fungicides, the grower loses not only the market
value of the chemicals, but the entire cost of the spraying
operation.

Reference 17 discusses these loss factors with respect
to the production of lettuce in Wisconsin. These results,
summarized in Table 3.18 (for 1970), though specific in
nature (i.e., pertaining only to lettuce in Wisconsin), may
be extendable to all crops of the United States if pProper
Precaution is taken to normalize the results as discussed

below.



Prior to considering specific losses it is necessary to
consider the general false alarm and miss situations. A false
alarﬁ, i.e., a storm warning with no storm coccurring, has the
effect (if the forecast is utilized) of delaving or postponing
operations. It is assumed that this delay or postponement will
not result in additional costs to the grower. On the other
hand a miss, i.e., a storm occurring when the forecast was for
no storm, results in. losses as indicated in Table 3.18.

Based upon these assﬁmptions,only the losses asscciated with
misses have been considered. It should be noted that the
optimum course of action is to postpone operations'given a
storm forecast and to pursue planned operations given a no
storm forecast.

With the above in mind the specific loss situations
can now be discussed. First, the loss due to spraying opera-
tions is considered to be a function of the acreage sprayed
and the number of storms missed in the forecast. Hence, this
loss can be extrapoclated to other crops of other.regions as
long as it is properly weighted with the corresponding acreage
and the percentage of miss (i.e., storm occurring unexpectedly
when the forecast is for clear weather) of the geographical
area concerned. It is assumed that the cost and frequency of
spraying is independent of crop type and region. Secondly,
the loss due to crop damage is a function of the farm wvalue
of the grop and the numbey of stormslmissed. Hence, these
losses can also be extended to other crops as long as the
proper percentage of loss with respect to the farm value of
the crop is maintained and can be extrapolated to other
geographical locations if weighted with the corresponding

miss figure. These cost factors are shown in Table 3.19, and

are arrived at as follows.
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Table 3.18

(From Reference 17)

Event

Operation

Affected

|

Average LoEes
Per Event

Bavings Which Can
Be Realized With

.Accurate Forecasts

Weather Events and Associated Losses ~ Lettuce Crop in Wisconsin

w

" Frequency of Annual Per Acre

Event Caus-

ing Loss

Savings With
Accurate Forecast

.High temperature Sales and

8% of total

100% of loss could

Occurs 1l

$66.00 per acre

Py-t

at harvest shipping acreage at be saved times
§1.00 per each season
case; 550
cages per acre .
Rain stopping Dirty 2% of total 100% of loss could Occurs 3l $19.25 per acre
: lettuce, acreage at be saved times
loss of $.50 per case; ‘each season
goodwill B50 cases per
- acre
Standing water 1) lost 1) 6.6% of total 35% of loss conld Qucurs once $12.75 per acre
on fields plant- acreage at be saved in two -
caused by ings $25 per acre ceasons
heavy rains 2} lost . 2) 3.3% of total
harvests acreage at
51.00 per
case; 550
cases per
acre
3} reduced 3) 25t of total
quality acreage;
and guality at
yield §.25 per

case and 450
cases per
acre; yield:
at $§1.00 per
case and 100
cases per
acre

40% of total
acreage at §2,50

Occurs 3
times each
season

Rain influencing Insect and
spray schedule fungicide
. spray

100% savings $ 3.00 per acre




Table 3.1% Agricultural Loss Due to Thunderstorm When

Forecast Is for Clear Weather

Event Loss Per Miss Minus Loss if
Storm Is Correctly Forecast

Storm Stopping Harvest 0.424% of Farm Value

Standing Water 0.13% of Farm Value

Storm Washing Spray

50.36 Per Acre

Less due to standing water: The farm wvalue
of the vegetable vield per acre in 1970 was
$544.87. The standing water on soil is due
to heavy rain which, it is assumed, results
from thunderstorms (note that this assump-
tion tends to place an upper bound on the
estimation of benefits). From Table 3.18,
the loss per acre per season is $12.75.
From Figure 3.2, Wisconsin has approxi-
mately 30 thunderstorm days per season.
Therefore, with a conventional forecast

capability (ﬁ'l2=10% from Figure 3.3) it

is expected that Wisconsin will experience
3 migsses per season. BExtrapolating to a
"one-miss" area the loss per acre per
season is §12.75/3 or $4.25 and can be
expressed as 0.78% of crop wvalue per acre.
Note that this is only a loss if an action

is possibkble, i.e., farm land has irrigation

facilities which may be used to reduce the
level of standing water. 16.5% of the
harvested farm land of the U.S. is irrigated.
Therefore, the average loss due to standing
water is equal to 0.78% x .l1l65 or
approximately 0.13% of crop wvalue per

acre,

T —k —
—— i ——— ———




2. Loss due to storm stopping harvest: There
are an average of 83 days per year of rain
in any location in Wisconsin of which
30 days have thunderstorms. From Table 3,18,
the cost of rain stopping harvesting is
519.25 per acre. Therefore, the loss per
season due to thunderstorms is $6.96 (it
should be noted that no account has been
taken of the fact that both rain and
thunderstorms may occur on the same day.
Therefore, the assumption of 30 days of
thunderstorms implying no other rainstorms
on these days leads to an upper bound of the
benefits.). Extrapolating this loss to a
one miss area vields a loss per acre per
miss of $2.32 which is eguivalent to 0.424%
of crop value per acre.

3. Loss due to storm washing spray: The annual
loss of $§3.00 per acre can he extranclated
te the loss for thunderstorms by considering
the ratio of thunderstorm days to rain days
{30/83). This results in an average cost of
$1.08 per acre per season. Since, on the
average, there are 3 misses per season, the
loss per miss is $0.36 per acre,

In order to apply these.cost figures.to the agricul-
ture of the United States, it is necessary to obtain a
picture of the distribution of crops over different equi-
thunderstorm zones, The overall crop production of the
United States [16] for the year 1972 and the market values of
this production are illustrated in Table 3.,20. Reference 16
provides a geographical distribution of some of the main
crops; i.e., corn, wheat, irish potato, cotton and tobacco.
These distributions, when regrouped according to the egui-
thunderstorm zones indicated in Figure 3.2, yield the results

indicated in Table 3.21.



Table 3.20 U.S. Agriculture (1972) Crops
|- i ____________—__‘“4———————-u—~———«———-————7==============q
Yegetable . Fruits Horticulture
Field Crop {including &
melons) Huts
Harvestéd
Land
(thousand 283,902 3,335 4,412 275
acre)
Farm
Value 24,233 2,150 2,267 957
(Million &Y '
$ Per Acre 85.36 646.48 513.83 3:480

Applying the loss factors per miss as illustrated in Table 3.19
to the geographical distribution of the main crop production
as listed in Table 3.21, the gecographical distribution of loss
per miss of thunderstorm forecast is obtained as illustrated
in Table 3.22. The geographical distribution of agriculatural
loss due to the miss phenomenon resulting from the various
levels of forecast capability is illustrated in Table 3.23
and the anhnual losses and potential savings resulting from
. the different levels of forecast capability are illustrated
in Table 3.24.

Table 3.24 includes the losses and potential savings
associated with field crops, vegetables, fruits and nuts,
and horticulture. Unfortunately, detailed data on the
geographical distribution of other (than main crops)
agricultural products are not easy to find. To obtain a rough
idea of the potential savings for the total volume of agricul-

tural products, the results presented in Table 3.24 are
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Table 3.21

Acreage & Farm Value,of Main rield Crops

Distributed over Egqul-Thunderastorm Zones

Irish Potzto

Cotton

Y of pays of Carn Wheat . Tobacco
Thunderstorm Thousand Miliion Thousand Miltion | Thousand %illion Thousand Million Thougsand Million
Occurence Acres § Auras $ Acres 8 Rcoren $ Acres $
10 215 k1:} 487 40.2 67 67 ash 248 - -
20 - - 3,481 332 ‘242 175 - - 5 22
20 10,556 1.150 14,891 777.6 o840 36y 311 96 42 29
44 37.575 4,879 8,563 4B5.6 237 116 185 19 438 721
50 6,033 ' 719 17,283 844.2 - - 8,489 900 287 545
60 2,603 212 2,554 94,5 - - 2,632 391 58 100
70 - - - - - - 670 a9 - -
80 307 - 19 42 1.0 33 16 - - 13 26
Total 57,289 7,017 47,301 2,575 1,259 ’ 751 13,187 1,743 843 1,443
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Table 3.22 Loss In Main Crop Production Per Miss in Forecasting Thunderstorm
e e _==%

# Of Days " Aggregate of Loss Per Miss

OFf Storm Main Crops

Occurrence Thousand Farm Value Stopping Standing Loss of Total

Acres (Millicn %)} Harvest Water Spray
{Million §) {Million $§) (Million §)
10 1,629 393 1.67 .51 -59 2.77
20 3,728 529 2.24 .69 1.34 4.27
30 26,480 2,409 10.22 3.13 9.53 22.88
40 47,008 6,240 26.46 8.11 16,92 51.49
50 32,092 3,008 12.76 3.91 11.5%5 28,22
60 7,847 797 3.38 1.04 2.82 7.24
70 670 B2 0.38 .12 .24 - 74
80 395 62 0.26 .08 .14 -48
Total 119,849 13,52¢



Table 3,23

Geographical Distribution of Loss in Maln Coop Production

% of Days # of Miss Days Losa in Million §

.of Storm Stopping Harvest . Btanding Water Loss of Spray
Oucurrence | Corv. Level 1 Level 2| Conv. Level 1 Level 2 Conv, Level 1 Level 2} caov. Level 1 Level 2
10 1 0.6 0.4 1.67 1.00 6.7 .51 a1 .21 .59 .35 .24
20 2 1.2 0.8 4.48 2.69 1.79) 1.38 .83 .55 2.68  1.51 1,07
30 3 1.8 1.2 30.66  16.40 12.26 o.40 5.64 3.76 28.59 17.15 11.44
40 4 2,4 1.6 105.84 63.50 42.34 132,45 19.47 i2.94 67.38 40.61 27.07
50 5 3.0 2.0 63.80 38,28 25.52|19.55 11.73 7.87 57.75 34,65 23,10
50 6 3.6 2.4 20.28  12.17 8.11| §.22 3.73 2.49 16.92 10.15 6.77
70 7 4.2 2.8 2.66 1.60 1.06 .81 .48 .32 1.68 .01 .67
80 -] 4.8 3.z 2.08 1.25 .83 .64 .38 .28 1.12 .67 .45

TOTAL 231.47 138.89 92.58 |70.95 42.87 28.38 176.71 106.2 70.81
Table 3,24 Agriculture Losses and Potential Savings in Terms of Thunderstorm Forecast

Capability (Million §)

==============:===T======—————~:====r——t=;_4====r—— — — —_— |
Event Annual Loss Potential Annual Savings
Conv, Level 1 Level 2 Level 1 Rel. Level 2 Rel.
to Conv, to Conv.
Stopping Harvest 506.5 304.0 202,6 202.5 303.8
Standing Water 155.3 93.2 62.1 62.1 93.2
Loss of Spray i86.8 232.5 155.0 154.3 231.8

w
I

50




based upon a linear extropolation of the main crop results
over the entire range of products as givén in Table 3,20.

It must be emphasized that the likelihood of achieving the
potential benefits differs significantly for each of the
three areas listed in Table 3.24. This will be discussed in
the following paragraphs.

The present worth or value of the benefit stream that
might accrue as a result of the agriculture industry =szavings
illustrated in Table 3.24 can be determined in a manner
similar to that of the construction industry. As discussed
previously, the present worth of the benefits depends upon

the following factors:

1. Magnitude of potential cost savings,

2. The fraction of the potential cost
savings which may be realized in
practice through uyser implementation,

3. The date when the implementation
pProgram begins,

4. The shape of the implementation curve:
during the transitional period, and

5. The factor by which the future benefits

are to be discounted to calculate the
present worth.

With respect to these factors, the magnitudes of the
cost savings are indicated in Table 3.24. It must be
emphasized that the benefits from improved forecast
capabilities are based only upon cos£ savings, Because
of the limited scope of this effort, it should also be
noted that price-demand-quantity relationships have not been

taken into account.



The potential annual savings associated with thunder-
storms stopping harvesting, causing standing water, and
washing spray have been considered separately. The reason
for this separation is that the implementability and hence,
the achievability of these benefits differ significantly.
Rescheduling of harvesting operations with twenty-four
hours notice is not normally possible. Therefore, the
fraction, §, of these benefits which may be achieved through
proper user implementation has been taken as zero. The
effects of standing water on fields due to thunderstorms can
be reduced with improved forecast data. Not all potential
users will use or rely on forecast data nor, if they do use
forecast data, will they necessarily have the freedom or
capability of modifying the level ¢f standing water 2o as to
achieve the potential benefits,. It is assumed that the
fraction, &, of these benefits which may be achieved is egual
to 0.20. Note that the capability to take actibn has already
been considered in the determination of the average standing
water loss {as a percent of farm wvalue) as given in
Table 3.19. Reference 17 indicates that usually the insecti-
clde and the fungicide spraying operations can be rescheduled
on short notice. Labor contracts may diminish the magnitude
of these benefits. Therefore, it is assumed that the
fraction,8, of these benefits which may be achieved is equal
te 0.50.

The date when the implementation Program begins
depends, as discussed in Section 3.2.1, upon the launch date
of an experimental satellite to prove feasibility and the
length of time between experimental satellite launching and
operational satellite launching. From the point of view of
the present worth computation, this time frame is treated in

& parametric fashion but with the same basic assumptions as

in Section 3.2.1.



It is assumed that an S-shaped build-up of benefits
will be achieved as discussed in Section 3.2.1.

With the above.assumptions, the present worth of the
benefits calculated for 1974 can thence be obtained using
Eguation 3.7 where Bi=0 prior to the establishment of an
operational capability. After the estaplishment of an

operational capability

OB, =(3B) (5B)
i

stopping harvest standing water

(SB)Loss of Spray {3.9)

and the values of B are obtained from Table 3.24. The
pPresent worth of the benefits associated with the agricul-
tural industry resulting from enhanced thunderstorm fore-
casting capability is illustrated in Figure. 3.9. Two sets
of curves are presented, namely with and witﬁout the benefits
associated with standing water management. It is felt‘that
these curves place upper and lower bounds on the present
worth of henefits. |

The benefitslshOWn are both the industry and societal
benefits since it is assumed that in a competitive market
prices will ultimately be adjusted to reflect industry

savings.

3.3 Summary

The improveqents in the thunderstorm foreéasts associated
with the Level 1 and Level 2 forecasting capabilities are apt
to produce varying degrees of potential benefits in
different types of industries. These potential behefits,

though not always completely realizable, will produce various
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amounts of realizable benefits, depending on the industry.
The benefit areas, considered in some detail in this Section,
are the construction industry, air transportation industry
and agriculture industry. ‘The potential benefits in these
areas, and the estimated present worth of the realizable
benefits (assuming the existence of a fully operational
system by the year 1990) are illustrated in Tables 3.25 and
3.26, respectively.

Table 3.25 Comparison of Potential Societal Annual Savings
(Millions §}
Industry Level 1 Relative Level 2 Relative Level 2 Relative
to Conventional to Conventional to Level 1
Construction 167 1366 599
Air Transport. 20 40 20
Agriculture 419 629 210
Note: These gavings may not be fully realized in practice. See text!?
The adjustment for realization is taken into account in the
present worth computation.

Table 3.26 Comparison of Estimated Present Worth of Societal
Realizable Benefits* (Millions 3}

Industry Level 1 Relative Level 2 Relative Level 2 Relative
to Conventional to Ceonventlonal to Level }

Construction 447 ' 782 : 31as

Air Transport. 38 75 37

Agriculture** 140-170 220-2540 80

* A fully operational system assumed prior to 1990,

** The upper and lower bounds correspond to the inclusion and omission
of standing water benefits, respectively.




4.0  FROST WARNING

This Section deals with the evaluation of some of the
potential economic benefits that might be derived from such
improvements in the forecasting of frost occurrences as might
be realized by a satellite System collecting meteorclogical
data on a continuous basis and providing this information as
required by users. For comparison purposes, three different
levels of forecast capabilities are considered. These have
been described pPreviously in Section 3 and have been referred
to as the Conventional, Level 1 and Level 2, forecast capa-
bilities. Levels 1 and 2 imply continuous and on demand capa-
bility. The accuracy of the forecasts differ. The Level 1
forecast is based upon the anticipated (by NASA) accuracy of
a system based upon SMS technology and the Level 2 forecast is
based upon the projected capability of a SEOS-type system. As
in Section 3, the accuracy of each forecast can be expressed
in terms of "False Alarm” and "Miss" days. A false alarm day
signifies a forecast for a frost occurrence which does not, in
reality, materialize. A miss day signifies a forecast for no
frost conditions when, in reality, frost conditions do
materialize.

As will be discussed in the following paragraphs, under
certain conditions, actions can be taken by agricultural pro-
duct producers to minimize the effects of frost and the en-
suing damage to their crops. This is the classic action-no-
action {(i.e., protect or do not protect}) situation described

at length in Sections 2 and 3. The methodology described in



Section 2, and applied to the thunderstorm forecasting situ-
ation in Section 3, is applied in this Section to the evalua-
tion of benefits which might be achieved through an enhanced

frost warning capability and its effect on the citrus crop [18].

Only a single benefit area has been considered, namely,
the reduction of losses associated with crop damage due to
frost conditions. ©Potential annual benefits are considered to
be the net savings (i.e., losses foregone) which might result
from improved frost warning capabilities. BAs discussed pre-
vicusly, the net savings take into account both the costs of
taking actions and the losses that result if actions are not
taken. Crop losses are considered at market value. Because
of the limited scope of this analysis, price-demand-guantity

interrelationships have not been taken into account.

4.1 Citrus Crop

Table 3.20 illustrates the United States acreage and
vield for four principal crop areas for the year 1972. Though
the farm value of the total field crop is higher than that of

the other areas, it offers little possibility that saving could

be realized as a result of improved frost warning capability
because {(a} the dollar yield per acre of field crop is rela-
tively low thus calling for comparatively large areas to be
heated if frost effects are to be reduced, and {b} heater pro-
tection is relatively ineffective in the open fields on which
field crops are grown gince these fields offer but little re-
sistance to the cold air flow. By contrast, the air within
groves of fruit trees is easier to heat and hence frost preven-
tion becomes more effective. This, together with the fact that
the farm value of the total fruit crop is higher than that of
vegetable or horticulture makes the fruit industry a viable can-
didate for active frost protection measures with the possibility

of additional benefits from enhanced frost warning capabilities.
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Table 4.1 illustrates the production and the farm value
of the leading fruit crops of the United States for the year
1972 {16]. It appears that the orange, tangerine, and grape-

fruit crops can be aggregated into one group termed the citrus
crop. It should be noted that they are grown predominantly in
Florida and hence are 'subject to the same climatic conditions.
The farm value of the citrus crop amounts to the largest item
in Table 4.1 and constitutes approximately 50% of the total
fruit production. Hence, the benefit due to improved frost
warning will be more pronocunced for the citrus crop than for any
other fruit.

Florida harvests 750,000 acres of citrus crop which is
70% of the total citrus acreage in the United States [197].
Also, the production of citrus crops in Florida was approxi-
mately 70% of the total U.S. production, that is, 180,000,000
boxes in 1972 with a market value of $526,000,000. The magni-
tude of damage to thercitrus crop from cold weather is indi-
cated by the fact that during the period 1967 through 1971,
nearly 5.5 million deollars was paid as an average annual in-
demnity to 96,000 acres that were insured [20]. These indem-
nities cover only the production cost of the ¢crop. The market
value of the crop‘lost would be much higher. The Federal Crop
Insurance Corporation alone paid a total of $12,000,000 to
citrus growers in Florida between 1952 and 1268, and 91.8% of
this total indemnity was specified as "frost, freeze, ceold, and
winterkill”. fThis is only a fraction of the total cold weather
loss of the citrus crop in Florida because, in a sample of five
counties, it was estimated that only 14% of the growers used
this insurance.

The frost and freeze conditions responsible for crop
damage can be classified as advective, radiation, or a combin-
ation of the two. The advective freeze results from the trans-

port of colder air into an area by wind for periods of up to
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Table 4.1 Fruit Production and Value {(1972)

# e 4_#4‘?
Crop Production Farm Value Leading States
(millions)

Oranges and 195,370 . 569 Florida
Tangerines thou. boxes California
Grapes 2,567 369 Califeornia

thou. tons

Apples 5,828 334 Washington
mil. pounds New York
Grapefruit 63,840 1g2 Florida

thou. boxes

[y

A2
&

=

[
[o1]
B

Peaches 2, California
mil. pounds South Carolina

Note: Other fruits are negligible.

several days. Because of the wind and the lack of a tempera-
ture inversion pattern, protection against this type of freeze
by grove heating or wind machines is not likely to be effective,
The radiation frost or freeze results from cooling of the
earth's surface and vegetation because of heat loss by radi-
ation. Radiation frost or freeze is more frequent, but less
damaging, than advective freeze. Radiation cocling occurs
under conditions of clear skies, light winds, and low water
vapor content in the atmosphere. Because of these conditions,
Protective measures are likely to be more effective than for
advective freeze. Finally, a combination of advective and
radiation freeze may occur on many nights with effects inter-
mediate between the two pure types of freezing conditions.

The fregquency with which an orange crop succumbs to damage de-

Pends on the relation of its harvest season to the onset of
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cold weather in its specific geographical location. The freeze
period typically ranges from mid-November to mid-March. Vari-
ous types of oranges are harvested at different times ranging
from mid-October to early June. Hamlin and Parson Brown or-
anges, for example, are harvested between October and January.
Valencia oranges, the ﬁost popuiar type, are a late crop picked
between March and July and thus highly vulnerable to winter
freeze. Frost occurrences during the early part of the season
thus effect the maximum amount of crop. The magnitude and the
duration of freezing temperatures increase as mid-winter
approaches, but harvesting of early and mid—season varieties of
oranges gradually reduces the fraction of the crop subject to
damage. Although this reduction in damage potential is gradual,
it is convenient to represent the total potential damage by
assuming an arbitrary date for the end of fhe danger periogd.
This would be approximately in mid—January, about halfway
through the period of cold weather. 'Vulnerability to damage is
also a function of the location of the orange groves, but the
danger to the crops at the higher latitudes is cdmpensated by
the growing of early and mid-season varieties and by using
heaters, wind machines, or spraying as methods of frost pro-

tection.

4.2 Protective Measures

Various types of measures may be taken to protect the
citrus crop from damage [2117. In Fldrida,.grove heaters are
most frequently used for this purpose., Heaters are of_two'
types, those that burnh as open flames, and those that heat
metal objects such as a stack that radiates heat. Heating is
more effective on calm nights with stroﬁg temperature inver-

sions than on windy nights.



Wind machines cffer advantages in cold protéction because
they minimize labor regquirements, reguire less refueling and
less fuel storage than heaters, are permanently located in the
grove, have a low operational cost per acre, and do not produce
smoke and air pollution. These advantages must be weighed
against the disadvantages of rather high capital costs and the
failure of the wind machine to provide adequate cold protection
undey all conditions. Wind machines mix warmer air above the
trees with the colder air among the trees, taking advantage of
the presence of warmer air aloft resulting from a temperature
inversion. Under cold windy conditions, the wind machine does
not provide adequate protection.

Overhead irrigation ls used to perrorm the function of
cold protection. Water is sprayed on the plants and provides
a heating action through the heat released when the water
changes from liguid to ice. The heat liberated as the water
freezes maintains the temperature near 32° Fahrenheit, even
though the surroundings may he colder, Permanent overhead
irrigation has several attractive features as a cold protection
system. . The sprinkler system can be started and stopped easily.
This labor-saving feature is of particular advantage on cold
nights when it is difficult to obtain labor on short notice.
Another attractive feature is the possible use of the system
for regular irrigation. Sprinkling differs from other cold
protection systems in that improper use can result in more
damage than if the trees are left unprotected.

Possible benefits from the use of improved weather pre-
dictions are most likely to occur in the use of heating eguip-
ment because it is the most frequently used protection method
and its use requires substantial advance notice and its cost of
operation is high. Frost and freeze damages sustained by the
orange crop and by orange trees are assumed in this discussion

to occur for the following conditions. Damage will be sustained
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by the orange crop if air temperature of 26° Fahrenheit or
lower should continue for a period of four hours or more.
Damage to trees themselves will occur if air temperatures of
20° Fahrenheit or lower continue for a period of four hours or
more. Thus, critical decisions must be madéjby the orange
grower when temperatures threaten to reach either of these

two levels. Temperatures as low as 20° Fahrenhait are rela-
tively rare in Florida. Hence, the followingfdisqussion is

limited to the protection of fruit.

4.3 Benefit Areas

As discussed previously, the ﬁotential benefits associ-
ated with enhanced frost warning capability are the result of
bPursuing an optimal action-no-action policy in the face of
false frost warnings {false alarms) and missed frost wa;nings
(misses). The optimal policy is that which minimizes expenses.
The benefits are the potential savings and the associated pre-
sent value of savings which results from the enhanced f#ost
warning capabilities denoted as Level:l and Level 2 capabil—
ities. For the ranges of false alarm and miss rates considered,
the optimum course of actlon is to protect when glven a frost
warning and to do nothing when not glven a frost warning. The
costs, savings, and benefits dlscussed in the follow1ng pages
pertain only to these optimum actions.,

Figure 4.1 indicates the geographic distribution of the
mean annual frequency of the occcurrence of freezxng tempera—
tures. Flgure 4,2 1llustrates thosge geographlc areas where
extensive frost protectlon Programs are carried out on 01trus
crop3. The two major areas of frost protectlon are in Florlda
and California. Frost (in the sense that crop damage occurs)
is defined as the phenomenon of temperature reaching 26°F
or below. Data derived from Reference 24 indicates
that, in a typical cross section pf counties in Plorida,

temperatures reach 26°F (i.e., frost level) with a
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half of them before mid-

frequency of about 0.9 day per year,

January. The basic frost statistics used in this analysis are

summarized in Table 4.2 in terms of the number of freost occcur-
rences per growing season and the number of false alarm and
miss occurrences for different forecasting capabilities. The
absolute number of false alarm occurrences is not known with
relative estimates have been

sufficient accuracy. Therefore,

(18]

occur with Level 1 and Level 2 forecast capabilities.

made of the number of false alarm occurrences that would
These
results have been extrapclated to California using the data
pertaining to freeze frequency indicated in Figure 4.1 and
References 23 and 24. It should be noted that the absolute
value of number of false alarm occurrences effects the cost

associated with false alarms; it does not effect the savings

which resuli from a reduction in the number of false alarms
since savings are a relative measure and the guantities Nl and
N2 {in Table 4.2} cancel.
Table 4,2 Frost* Statistics
m— e = — |
State No. Frost No. False Alarm Miss (% of Crop
Qccurrences Occurrences Growing Area)
Per Growing
Season Conv Lev 1 Lev 2| Conv Lev 1 Lev 2
Fla. [15] 0.9 Nl Nl—l N1-2 10% 7% 5%
Calif.[20] 5.4 : N2 N2-6 N2—12 10% 7% 5%
*Frost (in the sense that crop damage occurs) is defined as
the phenomenon of temperature reaching 26°F or below.




In the following analysis, only the citrus crops (or-
anges, tangerines, and grapefruits) in Florida and California
are considered. Basic data has been obtained, as discussed,
for Florida and extrapclated to California. Florida‘'s citrus
crop production is 70% of the U.S. total and California's is
23% of the U.S5. total. It is assumed that these percentages
and absolute amounts will held through the time period of con-
cern. It should be noted (Table 4.1) that the citrus crop is
the primary fruit crop followed by the grape crop. Sufficient
data was not available at the time of this writing to evaluate
the benefits which might arise from improved frost warning
capability on the grape crop.

The savings resulting from an enhanced frost warning

capability can be expressed as

Savings = [false alarm expenses + miss

. expenses "~ cost eof prevention
‘on improved forecast days]
A
{4.1)

- [false alarm expenses + miss
expenses - cost of prevention

on improved forecast days]B

where A and B represent two different levels of fofecast
capabilities. The contra cost of prevention on improved fore-
cast days is actually a savings which results from the reduc-
tion of the size of thé area of a frost warning. Equation 4.1

can be rewritten as

Savings = false alarm savings + miss savings
savings + savings associated with (4.2)
with improved forecast days

The evaluations of the expenses and savings associated with

Equations 4.1 and 4.2 are discussed in the following paragraphs.
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Consider first the false alarm expenses and savings.

The annual false alarm expense and potential savings are given

by
Annual false
alarm expense = (crop growing area) ¥
{(fraction of growing
area effected by (4.3)
heaters ) X {(cost of
protection) X (average
yield adjustment factor)
% (number of false alarms)
Annual false
alarm savings = {annual false alarm expense]A
(4.4)
-~ [annual false alarm expense]B
where
Fraction of growing area protectedby heaters = 0.24

(an additional 20% of area is protected by
irrigation systems whose cost is assumed
negligible in the false alarm situation)

Cost of protection = $13/acre [18]

Average yvield adjustment factor = 0.5
(this accounts for the fact that the output
per day is not constant throughout the over-

lapped growing and frost seasons)

The additional data reguired to evaluate the annual false
alarm expense and savings in terms of forecast capability and
geographic area are listed in Table 4.3 and the annual expenses
and savings are given in Tables 4.3 and 4.4, respectively.

Consider next the miss expense and savings. The anpnual

miss expense and potential savings are given by

Annual miss expense = (farm value of crop)
x (fraction of crop having heating
facilities) x (fraction of crop which
receives frost damage) x {(average yield
adjustment factor) x (average no. of (4.5)
frost occurrences) X (average fraction
of area of frost which is missed)
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Table 4.3 Citrus Crop Annual False Alarm Expenses
e = ="
Forecast Florida California
Capa- {Acreage False Expense {Acreage False Expense
bilit Blarm Thou. Alarm Thou.
b Cccur- s Occur- §
rences rences
Conven-—
tional 7 750,000 Nl 1170 Nl 246,000 N2 3g4 N2
Level 1 750,000 Nl-l ll?O(Nl-l) 246,000 N2—6 384(N2-6)
Level 2 750,000 Nl—z 1170(N1-2) 246,000 N2-12 384(N2-12)

Table 4,4 Citrus Crop Annual False Alarm Savings
{Thousand §) .
Forecast Capability Florida. California Total
Level 1 Rel.rto Conv,. 1170 2304 3474
Level 2 Rel. to Conv. 2340 4608 6948
Level 2 Rel. to Level 1 1170 2304 3474




wheare

Annual miss
savings = [annual miss expense]A

(4.86)
- [annual miss expense}B

Fraction of crop having protection facilities = 0.44
{assuming 0.24 with heaters and 0.20 with
irrigation systems)

Fraction of crop which receives frost damage = 0.06
[18]

Average yield adjustment facter = 0.5

Average no. of frost Occurrences per year =
0.9 for Florida
5.4 for California

The additicnal data required to evaluate the annual miss

expense and savings in terms of forecast capability and geo-

graphic area are listed in Table 4.5 and the annual exXpenses

and savings are given in Tables 4.5 and 4.6, respectively.

The final expense area results from the cost of heating

on the increased number of frost days which are forecast

correctly as a result of the enhanced forecasting capability,

This is referred to as the cost of prevention on improved fore-

cast days.

where

The savings which results is given by

Annual savings on frost days corrxectly forecast =

(crop acreage) X (no. of frost
occurrences) X (fraction of crop

- growing &area where frost is de-
tected due to improved.forecast) x (4.7)
{average yield adjustment factor) X
(cost of protection) x {(fraction
of growing area effected by heaters)

Fraction of crop growing area where frost
is detected due to improved forecast =
[average fraction of area of frost
which is missed]p - [average fraction
of area of frost which is missed]B

(4.8)
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Tabkle 4.5 Citrus Creop Annual Miss Expenses
W
Forecast Florida Ccalifornia
Capa- Farm Fraction Expense  Parm Fraction Expense
bilit Value of Area Thou. Value of Area Thou.
Y {Mil.$ |Missed $ Mil.s Missed $
Conven-
tionall 580 .10 B89 190 .10 1,354
Level 1 580 .07 482 190 .07 348
Level 2 580 .05 345 1%0 .05 677
Table 4.6 (Citrus Crop Annual Miss Savings
(Thousand §) '
Forecast Capability Florida California Total
Level 1 Rel., to Conv. 207 406 613
Level 2 Rel. to Conv. 344 677 1,021
Level 2 Rel. to Level 1 137 271 408
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and values of other terms are as given previously. The annual
savings is summarized in Table 4.7.

Total citrus crop annual savings are summarized in
Table 4.8.

The present worth or value of the benefit stream that
might accrue as a result of the agricultural industry citrus
crop saving, i1llustrated in Table 4.8, can be determined in a
manner similar to that of the construction of air transporta-
tion and agricultural industries (see Sections 3.2.1, 3.2.2,
and 3.2.3)., As discussed previously, the present worth of the
benefits depends upon the following factors:

1. Magnitude of potential cost =avings,

2. The fraction of the potential cost
cavings which may be realized in
practice through user implementation,

3. The date when the implementation
program begins,

4, The shape of the implementation curve
during the transitional period, and

5. The factor by which the future benefits
are to be discounted to calculate the
present worth.

With respect to these factors, the magnitude of the cost
savings is indicated in Table 4.8. It must be emphasized that
the benefits from improved forecast capabilities are based only
upon cost savings. Because of the limited scope of this effort,
it should also be noted that price-demand-guantity relationships
have not been taken into account.

Since the agricultural industry (citrus crops) currently
uses weather forecast data on a routine basis, it is assumed
that this practice will continue. Therefore, it is anticipated
that 100% (i.e., referring to Eguation 3.5, 8=1.0) of the po-
tential cost savings will be realized in practice through user

implementation (i.e., 100% of the users, those equipped with



Table 4.7

Citrus Crop Annual Savings Due to Increased
Number of Days of Correct Forecast
{Thousand $)

| ———
Forecast Capability Florida California Total
Level 1 Rel, to Conv. -32 -10 -42
Level 2 Rel. to Conv. ~53 =17 ~70
Level 2 Rel. to Level 1 ~-21 - 7 -28

Tahle 4.8

Citrus Crop Total Annual Potential Savings
{(Thousand §)

| S—

Forecast Capability Florida California Total
Level 1 Rel. to Conv. 1,345 2,700 4,045
Level 2 Rel. to Conv. 2,631 5,268 7,89%
Level 2 Rel. to Level 1 1,286 2,568 3,854




heating devices, will make use of the improved forecast data).
Note that it has been assumed that the improved forecaét capa-
bilities will not be sufficient to make it worthwhile for
additional growers to implement heating systems. This leads

to conservative results. Note also that only a limitéd, though
major, part of the citrus crop has been considered.

The date when the implementation program begins depends,
as discussed in Section 3.2.1, upon the launch date of an
experimental satellite to prove feasibility and the length of
time between experimental satellite launching and operational
satellite launching. From the point of view of the present
worth computation, this time frame is treated in a parametric
fashion, but with the same basic assumptions as in Serctian 2. 3. 1.

For the construction industry, an S-shaped implementation
curve was assumed to held during the transitional periocd. The
reason for the S-shaped buildup of benefits was based upon the
fact that many comp&nies within that industry would have to
change their operations and procedures in order to efficiently
utilize the thunderstorm forecast capabilities postulated.

This is not the case, however, with the citrus crop growers,
who currently utilize frost warning forecast data on a routine
basis. It is assumed that as new and improved forecast data
becomes available, it will automatically be incorporated and
used by the citrus crop growers. It is, therefore, assumed,
referring to Eguation 3.5, that both m and < approach zero.

With the above assumptions, the present worth of the
benefits calculated for 1874 can thence be obtained using
Equation 3.7 where B;j=0 prior to the establishment of an
operational capability and B;=savings as indicated in Takle 4.8
after the establishment of an operational capability. The pre-
sent worth of the benefits associated with the agricultural
(citrus crop) industry are summarized in Figure 4.3 in terms of

level of forecast capability and experimental satellite launch
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date. The benefits shown are both the industry and societal
benefits since it islassumed that, in a competitive market,

prices will ultimately be adjusted to reflect industry savings.
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Figure 4.3 Present Worth of Agriculture
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5.0 GRAIN DISTRIBUTION

Grain distribution efficienqyldepends, among other
factors, -on the accuracy of crop forecasts. The greater the
forecast accuracy, the smoother and hence more éfficient the
distribution. This is due to .the fact that erronecus informa-
tion éauses p:oduceré to make ‘erroneous deciéions cn inventoxry
cérry-over from one period to another causing price fluctuations
that could be avoided wiﬁh'improved forecasts. Hence, improve-
ment -in forecast accuracy reduces the social cost of misinforma-
tion, which in turn can be considered as an increase in net
social benefit. & _

Appendix A discusses the use of space imagery for crop
forecasting. The fofecasting accuracy is a function of two
fécfors: acreage estimation, and the estimationrof vield per
acre. Figure 5.1 illustrates the avefage crop forecasting error

'in the United States as 3 funcfion of the lead time associated
with thé-forecast, as experiénced with the_éurrent or conven-
tional forecasﬁing'capability. It should, howevef, be kept in
mind that the conventional methods of estimation used in the
United States are rather sophisticated as compared to the

methods followed in many other parts of the world (see Figure 5.2).

- ﬁajor'édvantaqe of a céntinuous observation system,
which c¢an provide continucus and on demand data, is the ability
to obtain multiple "looks" at an area. Thus, the total number
of samples of chservation may increase significantly, which, in
turn, reduces:the sampling error. Assuming that 50% of the
estimation error at any given time is due to inadequate sampling
[25] a system which is capable of gathering continuous data may
improve the forecast accuracy by a factor of two, in the limit.
Further, continuous data available on demand may significantly
advance (in time) the information regarding events such as crop

infestation. Thus, on the whole, it is assumed in this analysis
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that, with the availability of a cqntinuous’data sampling fa-
cility, the erxrxor in crop forecast, .at any particular time dur-
ing the growing season, ‘improves over that of the conventional
system by a factor of two. It should, however, be noted that
this improvement in forecast is assumed to be realized only over
the United States, since the continuous data gathering facility
is assumed to be associated with a synchronous satellite fixed
over the United States. The rest of the world is assumed to
carry on with the conventional forecasting schemes as are at
Present followed in different Parts of the globe.

The grain distribution benefit, which is the result of
improved U.S. crop forecasting can be realized under two dis-
tinct situations: (1) assuming the U.S. to be a water-tight

wiitlhi the outside world, a better crop

3

region with neo interactis
forecast results in a smoother control of the domestic inventory,
which, in turn, results in benefit, and (2) the flow of crop
between the United States and the rest of the world introduces
& variance on the U.S, exports which is a function of both the
forecast of U.S., domestic production as well as of the forecast
of the production of the rest of the world. This, in turn,
creates a perturbation on the U.S. domestic consumption and in-
ventory which can be partly smoothed out with the improvement
in the U.S. forecast. It is true that a still! further smoothing
of U.S. domestic consumption and inventory is possible with an
improvement in worldwide crop forecasting. However, that is
beyond the scope of this.study, since the better forecast fa-
cility is assumed to be made availablé to the U.S. alone.

The precise method of combining these two benefits into
a cumulative benefit isg complicated, and calls for a detailed
study. However, it is felt that, in an approximate sense. the
minimum benefit is the maximum of the two and the maximam benefit
is the sum of the two benefits. These benefits will be treated

Separately as follows. However, the entire range of agricultural



pProducts of the United States gand ¢©f the rest of the world is a
very wide spectrum. The discussion in this section pertains to
wheat only. Thg rationale behind selecting wheat from among all
the crops is that among all the staple crop productions of the
woyrld, the production of wheat is the largest as ghown in

Figure 5.3.

5.1 Benefit in the Domestic Market, Neglecting Foreign
Flow

A detailed analysis of the benefits in the domestic mar-
ket has been conducted and is described in detail in Reference
4. As explained in connection with Equation 2.23, the value
of Wt depends on the policies of the inventory holders who are
interested in maximizing their profits in the face of a string
of crop forecasts. This profit maximizing policy can be derived
by using a Dynamic Programming algorithm. It is intuitively
clear that such a policy is sensitive to two factors: (1) the
nature of the forecast error, and (2} the time it takes for the
assessment of a crop situation to be made available to the
inventory holder.~ This time, under a conventional forecast
system, has been assumed to be one month, which may be signifi-
cantly shortened with an earth observation system which has the
capability of providing continuous and on demand data.

This analysis has been done both for a conventional fore-
cast capability as weli'as for a continuous forecast capability
under the assumption that the continﬁqus capability reduces the
forecast error to half the value associated with the conventional
capability. The result shows an annual bénefit cf 36 million
dollars associated with the assumed improved forecast of wheat.
However, this seems to be a lower bound, because in this analysis
the benefit due to the reduction of the time between assessment
and availabiliﬁy has not been considered. The present worth of

this benefit stream is illustrated in Figure 5.4 in terms of
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experimental satellite launch date when it islassumed that there
will be complete implementation (i.e., use) of the improved
forecast capability when the syétem is operational. ©Note that

the benefits computed are only for the wheat crop!



5.2 Benefit in the Domestic Market Due to Foreign Flow

Historical data pertaining.to wheat flow during the
last ten years show that the main pgroducers of wheat are the
United States, Canada, Argentina and Australié. This is based
ocn the fact that hardly ever do these countries import wheat,
Thus, as explained in Section 2.2, the countries of the world

are divided into the following classes:

Class 1: U.S.A.
Class 2: C(Canada, Argentina and Australia

Class 3: The rest of the world

"As expressed in Equation 2,12, the gquantities of flow Qi

{(for i = 1 to 7) are expressed as:

5
Q; = Ky +j§1 Aij Pj (5.1)

where the Pj's are the various prices, and Ki and Aij are
parameters estimated from historical values of Qi and Pj.
Tables 5.1 and 5.2 illustrate the historical data relating to
Qi and Pj, respectively [26-29), Equations 2.17 'and 2.18 are
used to estimate the coefficients of Ki andg Aij'

As explained in Equations 2,13 and 2.14, the exogenous
variables for the year 1973 are as illustrated in Table 5.3.
These exogenous variables are used in the analysis, since
these constitute the most recent data available.

Forecast errors are imposed on Tl‘ T2 and T3 and the
corresponding values of Ql are computed using Eguations 2.16
and 2.12, The magnitudes of these imposed errors are determined
from Figure 5.1. It is observed that the forecast error for the
United States with the conventional forecasting capability is
typically + 5% at the beginning of the growing season and
* 2.5% towards the end of the season. Figure 5.2 indicates

that the forecast errors for Canada and Australia are comparable



Table 5.1 Historical Data on Wheat
¥low (Million Metric Tons)

Quantity 1965 1966 1967 1568 1969 1970 lé?l ‘1972 1973
Ql 17.62 17.62 18.33 19.67 21.03 29.09 23.30 22.50 20.90
Q2 17.70 22.48 17.47 16.12 12.09 20.1¢ 17.20 31.30 26,00
Qé 1g8.02 13.62 l§.25 20.36 24,00 19.77 23.27 11.47 12.57
Q4 11.47 10.68 11.30 11.11 11.12 11.24 12.13 11.75 10.40
QS 20,31 21.96 23.30 17.51 18.01 21.869 23.06 24.82 24,80
Q6 192.20 25,18 21.59 28.40 35.46 24.39 17.98 10.63 11.38
Q? 200,73 235.83 229.94 257.11 242,61 257.78 281.11 276.52 276.05

Table 5.2 Price History of Wheat
{(Dallars/Metric Tons)
=
Price 1965 1966 1967 1968 1969 1970 1971 1972 1973
Pl 49.60 59.88 51.06 45.56 ~ 45,92 48.86 49.23 64.66 146,96
P2 60,09 62,10 64.10 61,592 60,06 58.02 58.46 76.78 174.50
P3 . 51.27 60.78 51.%4 46.76  47.27 47.72 50.00 . 86.82 150.50
P4 62.11 6£3.03 65.20 63.21 61.82 56.67 59.38 79.36 178.15
RS 61.44 62.72 64 .65 62.67 61.24 57.12 58.92 78.07 176.32

to that of the United States. Since they constitute the major
bulk of production of tﬁe Class 2 countries, it is assumed that
the forecast error for Class 2 countfies is the same as for the
United States. Previous ECON studies have indicated that the
forecast error for Class 3 countries is significantly higher,
to the extent that it can reach as high as + 25%. However,
this high percentage deoes not apply to some of the countries

of Western Europe as indicated in Figure 5.2. Further, though

the error of one country can go as high as 25%, the probability



Table 5.3 Exogenous Variables for 1973
(Million Metric tons)

— —— ]

Tl T2 T3 T4 T5
59.47 46.58 276.05 10.40 326.85

that the cumulative error of all the countries in Class 3 will
reach this high value is soméwhat less because of the averaging

of positive errors against negative errors in different coun-

rt

ha
tries. Considering all these factors, it is ascumed hat for
the Class 3 countries, the forecast error is typically 12% at
the beginning of the growing season, and 6% at the end of the
season. Table 5.4 illustrates the high/low forecasts for Tl’
T2 and T3 with the conventional forecasting capability at the
beginning as well as at the end of the growing season.
The numerical values of the bounds illustrated in Table
5.4 follow directly from Table 5.1. To clarify this, consider

the upper and the lower bounds of T. at the beginning of the

1
season. BSince Tl = Q1 + Q2 + Q3, the true value of Tl {from
Table 5.1) is 59.47 as shown in Table 5.73. However, the inven-

tory carried over from the previous vear, as illustrated in Table
5.1, is 11.47. Hence the true production of the U.S. in 1973

is 48. wWith a 5% forecast error, the upper and lower bounds

on this production figure become 50.4 and 45.6 respectively.

This added to the previous year's carry over inventory of

11.47 yields the upper and the lower bounds of Tl.- The rest of
the numbers of Table 5.4 are calculated in the same fashion.
However, under the continuous datasa gathering system, the upper
and the lower bounds of Tl at the beginning of the growing

season become 60.66 and 58,26, respectively while the end of
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taple 5.4 Upper and lower bounds on exogenous variable with the
canventianal forecasting capability {(millien metric tons)

Upper Bound Lower Bound Upper Bound Lower Bound
i at the begin~ at the bhegin- at the end 2t the ernd
Variable ning of season ning cof season of season - ' @f season
T, 61.87 57.07 60.66 58.26
T, 48.139 44.78 ‘ 47.48 45.68
1, 309,18 242.92 292.61 259.48

the season, the bounds become 60.07 and 58.87, regspectively.
The bounds on T2 and T.,, with the improved forcast capability
remain the same for reasons discussed earlier.

The benefit associated with the improvement in fore-
cast cépability'is computed both for the beginning of the sea-
son, as well as for the end of the season. To clarify this,
consider, first, the conventional forecast at. the end of the
season. -It is clear that eight possible combinations:of Tl'
T2 aﬁd T3raré possible using fheir upper and lower bbuﬁds.

In gach of these cases, Egquation 2.16 is used to calculate’

P which is inserted in Equation 2.12 to find the value of

Q- :fhus'ﬁhéfe are eight possible values of Q, computed

for the eight combinations of Ty T; and Ts- The upper and
the_lower bounds of these computed values of Q, are found to be
24.17 and 17.63 respectively. Note that they are equi-

distant from the true value of Q, which is 20.90. The dis-
benefit associated Gith the error in Ql is calculated by
drawing the shaded rectangle shown in Figure 2-10. For a
constant elasticity of demand equal to -0.1, the demand curve

becomes:

0, = 34.422 % 10% 2~ (5.2)



The constant in Eguation 3.2 is obtained by considering the

fact that the values of Ql and P, for the year 1973 (as shown

in Tables 5.1 and 5.2} ahould lii on the demand curve. The
area of the shaded rectangle under the demand curve of
Egquation 5.2 between the bounds 24.17 and 17.63 becomes
365.68 million dollars.

With an improved U.S. forecast capability the upper and
the lower bounds on the computed value of Ql become 23.94 and
17.86 respectively. The area of the corresponding rectangle
becemes 329.51 million dollars. Thus the benefit due to the
improved forecast is 365.68 -~ 329.51 or 36.17 million dollars.
This benefit is associated with the improvement in the U.S. crop
forecast from I 2.5% errar level to : 1.25 &% errar leval a=
realized at the end of the growing season. However, at the
beginning of the growing season, this improvement is more
pronounced, because it reduces the error from i 5% to t 2.5%,
which corresponds to an error difference of : 2.5% as against
an error difference of i 1.25% at the end of the season. The
annual U.S. benefit associated with the forecast improvement
realized at the beginning of the growing season is calculated
following the same analysis, and is found to be 70.16 million
dollars. The two benefit figures - one for the beginning of
the season, and one for the end ©of the season show that the
benefit under one forecast capability with respect to another,
at a certain level of approximation, is a linear function of
the difference in the forecast errors under the two forecast
capabilities. Assuming that the mean forécast errcor OvVer a
growing season is approximately equal to the average of the
forecast errors at the beginning and at the end of the season,
the average annual benefit with the improvement of wheat fore-
cast over the United States becomes the average of 36.17 and

70.16, i.e., 53.16 million deollars.



The annual benefit attributable to the domestic market
due to better regulation of the foreign flow of wheat is on
the order of 53 million dollars. The present worth of this
benefit stream is illustrated in Figure 5.4 in terms of
experimental satellite launch data, where it is assumed that
there will be complete implementation (i.e. use) of the improved
forecast capability when the system is operational. WNote that

the henefits computed are only for the wheat crop:
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Appendix A
USE OF SPACE TMAGERY FOR CROP FORECASTING

A.1 TINTRODUCTICN 7

Improved crop forecasting holds out the possibility of substantial
economic benefit. The prospects for improved forecasting by means of
space—acquired data depend on the accuracy and reliability of these
methods compared to present methods. These present methods vary widely
from country to country. In more developed countries, like the United
States, major effort is devoted to providing results frequently within
1 or Z percent for major crops. On the other hand, in developing
countries, less comprehensive methods are used and there is substantial
opportunity for improvement. »

Although a number of experiments have been conducted or are presently
in progress to obtain quantitative data on relationships of spectral
signature to physical or biological condition, adequate data do not yet
exist for estimating reliability or accuracy of advanced crop prediction
techhiques. This appendix‘uses such data as are presently available to
indicate how a continuous satellite might improve existing levels of
forecasting ﬁerformance. In Section A.4, a rough evaluation is made of

possible improvement of wheat crop forecasting performance.

A.2 THE ROLE QF A CONTINUOUS SATELLITE

The ability of a system combining information from SEOQS and from
other sources to improve grain crop forecasting can be studied with
respect to the forecasting of (1) acreagé and (2) yield per acre. The
use of remote sensing methods to improve acreage forecasts will combine
procedures for crop identification, needed to designate fields growing
the crop, with procedures for measuring their area. _

Examination of wheat forecasting errors of present métﬁods for all
U.8. wheat over the ten-year period, 1964-73, indicates that the error in
area measurement remains relatively constant throughout the forecasting
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period both in sign and magnitude, Percent error in yield prediction is
larger than percent error in area estimation during the early months of
the forecasting cycle but falls below it as harvest time approaches. See
Figure A-1,

For errors in both quantities, we must expect that appreciable
improvement in U.S. crop forecasting will require that errors be kept
within 1 or 2 percent in order to result in appreciable improvement of
existing methods. At the present state of the art, both area measure-
ment and crop identification with accuracies approaching 99 percent are
admittedly difficult to achieve by remote sensing. Improving on existing
ground-based methods will therefore require the full use of special tech-
niques for remote sensing from space. For this reason, an operational
system is assumed to combine SEOS data with that from other satellites.

The ﬁajor advantage of SE0S which makes it uniquely valuable for crop
forecasting is its ability to obtain multiple critically-timed looks at a
given area, Each look may provide information on area measurement, crop
identification, or vield prediction at the optimum time for each function,
and the continuity of observation improves the forecast by increasing the
probability of observation, by observing the crop at critical points in
its development, or by advancing the time at which information becomes
available. The quick-look capability of SE0S is particularly valuable
for observing discrete events, such as storm damage or harvesting,

A substantial part of the forecasting error during the early part of
the growing season results from the inability to foresee future weather
or plant disease conditions which will reduce total yield. Space imagery
cannot reduce errors in forecasting which result from these effects. It
may, however, reduce those errors caused by conditions which are observ-
able in the space imagery.

The tecﬁniques discussed in the following sections are intended to
result in improved crop forecasting through the following mechanisms

employed singly or in combination:
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PERCENT ERROR (ROOT MEAN SQUARE)
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of percent error in wheat
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1. New types of data which are entirely independent sources of
information for estimation and forecasting.

2. Increased accuracy in measurement of crop acreage or prediction
of yield through the survey of larger sampling areas.

3. Earlier information on changes in crop acreage or yield than
would be available from conventional ground-based methods.

4. Accurate determination of incremental changes in crop acreage
or yield.

5. Indications of possible discrepancies in ground survey data to

be resolved by further ground checks.

A.3 OPERATIONAL METHODS.

This section summarizes the anticipated modes of operational use of
SEOS and other space acquired data for crop forecasting and suggests
realistic objectives for improvement of forecasting performance. Since
information presently avallable does not permit us to precisely estimate
the improvement of crop forecasting, we present performance targets which
we feel can realistically be achieved with adequate research and develop-
ment effort. These performance objectives should be recognized as being
the result of subjective judgment applied to the experimental information
discussed in this report rather than the result of rigorous analysis of

forecasting procedures.

A.3.1 CROP IDENTIFICATION PROCEDURES

As indicated previously, the crop identification function is a pre-
requisite to procedures for estimating both area and yield.

Two measures of crop identification performance are of concern in
this discussion. Classification accuracy refers to the fraction of the
total area or total number of fields which are correctly classifisd. In
contrast with this, estimation accuracy is the accuracy with which the

total number of fields or total crop area is estimated. The estimation
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accuracy will usually be higher than the classification accuracy, since

omission and commission errors will tend to cancel each other.

A.3.1.1 ERTS Experience

Several.ERTS studies concerned with identification of important
crops have showed results in classification accuracy falling in the range
from about 50 percent to 90 percent, depending on the specific growing
conditions, time of observation, and the special techniques employed to

2 .
{lf 31 The various studies show that improved

maximize accuracy.
crop identification performance was achleved by such measures as use of

a priori information on perceéntage of farm area devoted to a given crop
and repeated looks at the crop during the growing seascon. Although the
classification obtained by either photointérpretation or automatic pro-
cessing in most studies did not reach accuracies needed to accomplish
absolute estimation of crop areas, the estimation accuracies in some
cases reached acceptable limits. For example, in estimating winter wheat
area in Kansas reported in Reference 2, estimation accuracies approaching
100 percent were obtained by special methods of subregion stratification,
correlation with soil and landform maps, photo density estimation, and
field-by-field identification. '

In practice, the crop identification function will be applied to
the recognition of complete fields rather than individual pixels. Field
recognition should imprové crop identification performance since it
should result in reliable recognition of those fields where pixel recog-
nition is reasonably good, even though pixel recognition does not:
approach 100 percent. Some early results with field recognition using
both aircraft and ERTS data indicate that some difficulties will be

[1,4,5] Field recognitlon may

experienced under certain conditions.
suffer for fields that are small compared to the sensor resclution (e.g.,
20 acre fields in an ERTS image). In addition, the failure of field
classification accuracy to surpass pixel classification accuracy in these
early résults is due to the ability of the processing system to distin-
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guish variations iIn apectral character of individual fields that are
associated with real differences in crop maturity or vigor. Properly
interpreted, this signature variation can increase the overall fore-
casting capability. Indeed, it is a prime source of information which

can be used to predict yield, as discussed in Section A.3.3.

A,3.1.2 Application of SEOS
SEOS could contribute to the crop forecasting task by improving the

accuracy and timing of crop identification. It could do this by several
methods:

1. Multiple viewing can increase the reliability of crop identifi-
cation. Multi-aspect viewing could be accomplished by combining
the vertical view obtained by ERTS with the oblique view obtained
by SE0S., For multi—angle illumination, SEO0S could be scheduled
to look at a given area at various times of day.

2. In the early stages of plant growth, the oblique view provided
by SEOS would increase the percentage of projected aréa covered
by vegetation observed by the sensor over that seen in a vertical
view, and thus advance the time at which the crop can be identified,

3. The ability of SEOS to observe a given area on demand further ad-
vances the time at which positive crop identificarion can be achieved,
By comparison, Figure A-2 shows the limitation of ERTS coverage,

An effective method of increasing crop recognition performance is

to view the terrain more than one time, under a'variety of conditions

of view angle, illumination angle, or season. Repeated viewing of crops
at various dates has been tested under various ERTS studies and in
investigations of airborne scanners, and has been found to be an effec-
tive method of improving classification accuracy.

Improvements in crop identification have also been achieved by the

use of multi-aspect viewing (i.e., utilization of crop signatures
obtained by viewing the crop from two or more view angles).[6] Multi-

aspect viewing could be achieved by a SE0S satellite operating in an
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PROBABILITY OF OBSERVATION ‘

jneclined orbit, since such a satellite would view individual fields at

various angles at different times of day.

However, the present study

is restricted to consideration of a SEOS operating in an equatorial

orbit.

Under these conditions, multi-aspect viewing would have to be

performed by the combination of ERTS data with SE0S data obtained nearly

- simultaneocusly.
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This would pose a considerable operational problem.

Figure A-2 REPETITIVE OBSERVATION BY ERTS
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A related method would be to use SEOS data obtained for a given
sample area at various times of day. This opens up the possibility of
crop identification or yield estimation through analysis of signature
variations associated with variations of illumination angle, Information
is not available on potential improvements in performance from this
technique, but it seems likely that crops having different dimensions
and structure could be successfully differentiated in this manner.

Oblique viewing is capable of increasing the rate at which vegeta-
tion cover in a field becomes apparent to the sensor. Spectral measure-
ments of the field can thereby provide an earlier and more reliable
indication of crop type or condition. Data derived from Reference 8 for
the geometric-and spectral characteristics of ocats indicates that the
percentage vegetation cover for oblique viewing of oats 9 cm high is as
great as the cover for vertical viewing of ocats 14 cm high. As compared
with vertical viewing, oblique viewing should advance the date at which
crop recognition can be achieved, and provide an earlier and more reli-
able measure of biomass growth or other factors related to vield.

The improvement in observation timing which can be achieved by SEOS
as compared with ERTS could avoid the substantial delays which are
inherent in the use of ERTS data. The use of this quick-look capability
implies the design of data processing and dissemination system with
short turn-around times, With this capability, it would be possible to
observe crops at critical points in their seasonal growth when crop

identification can be most effectively performed.

A,3.2 AREA ESTIMATION PROCEDURES

As discussed in Section A.3.1, SEOS can contribute to the crop
identification function, which is fundamental to any accurate space
method of area measurement. However, SEOS would be less accurate than
ground-based surveys or low-altitude satellites in field area measure-

ment, and should not therefore be considered for this function,
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A.3.2,1 Estimation Techniques

The problem of estiﬁation of field areas from ERTS imagery has been
considered by several investigators. The primary problem in accurate
measurement of area is that posed by the limited resolution of space
imagery. If the area of a single field is being measured, errors will
pecur. in assigning correct crop areas for those pixels which fall on
field boundaries. TFor a relatively small or narrow field these errors
may be a substantial fraction of the total area of the field.

Such errors cannot be completely eliminated, but can be minimized
by at least two approaches. One approach is the technique of proportion
estimation, in which the spectral characteristics of the border pixzels
are analyzed to estimate the percentage of the area. covered by the known
surface types. (91 The other approach takes advantage of the reduction
in percent error with increased sample size. Thus,' if the sample area
is increased by a certain factor, the percent error in crop acreage
estimation will be reduced by the square root of that factor.

Measurement errors will be reduced as the average field size
increases. A sampling of four states (Kansas, Idaho, Missouri, and
South Dakota) indicates that the fractiom of fields that are less than
20 acres varies from 20 percent in Kansas to 74 percent in Idaho, and
that. the total area of fields less than 20 acres ranges from 1.5 percent
in Kansas to 32 percent in Missouri.[z] Thus, the bulk of total acreage
for many major crops in the midwest and west is located in fields of 20
acres or larger.

We would expect area measurement of individual fields even as large
as 20 acres to be relatively poor, since most pixels in the image of
that field would be border pixels. It would seem that the best opera-
tional method of using space imagery would be to apply it to fields of
40 acres and larger in a stratified sampling system based on field size.
The imagery could also be used indirectly to check for the occurrence of

year-to-year changes in size of smaller fields.
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Reference 10 cites an early attempt to measure the area of 1,221
acres of rice fields in California, 1In this case, the area estimate was
initially low by about 16 percent, but the use of proportion estimation
procedures brought the measured area within 0.25 percent of the true
value, Excessive reliance should not be placed on the favorable results
obtained in this special case, because the fields were of large size,
averaging 175 acres, and because the tests were not performed under
operational conditions. However, the results do indieate that accurate
absolute measurement of area is within the realm of feasibility given
enough research and development effort, Some additional approaches to
improving area measurement performance are digouccead moxt,

One way of improving area measurement performance from space is by
the use of regression analysis. Variations of this method are already
in extensive use for crop forecasting.[ll] With space data, area measure-
ments obtained from the current year would be compared with similar
measurements made during previous years. The area measurements for the
current year would then be adjusted by the amount of the discrepancy
between measured and true areas in previous years. This technique tends
to cancel our systematic biases which may be present in the space data
or measurement procedures,

Still another technique for reducing area estimation errors is to
use space data to detect incremental changes in area that occur during
the growing season. These changes normally constitute a small percentage
of the total area under cultivation, so that even moderate accuracies
in estimating area changes can significantly improve estimation accu=
racies. Such changes would be detected by comparison of imagery from
two dates to note significant deviations of field signatures from those
expected in accordance with the normal crop calendar. Since this is
basically a crop identification function, SEOS could be used for this
purpose,

Instead of using space data to make an independent estimate of crop
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areas, the data could be used as an independent check against the ground
sampling data to indicate the possibility of errors in that data.
_Apparent differences in crop type ot field size would indicate the need
for additional ground checking and could point to specific locations
where changing crop conditions may be causing the discrepancies. The
spaéé daia need not be used to measure field area, but could be limited
to éonfirming that fields are of sﬁandard size (e.g., 40 or 80 acres) or
that they have not changed from previous recorded area. By lobking ét
the space imagery for large sampling areas or by following the changing
spectral characteristics of individual fields, the local crop reporting
service would have additional information to improve its foreﬁasting
performance, In the following analysis of overall improvement in cr&p
area estimation, no allowance is made for such methods of improving the

" existing procedures for area estimation.

A.3.2,2 Performance Assessment _

The implication of the above discussion is that by intensive use of
special techniques, estimation accuracies approaching thosé ﬁéed in
existing ground-based surveys could be achieved. In aftempting to pre—
dict attainable performance of space systems of”crop forecasting, we will
assume that the contribution of the space system consists of providing
an independent estimate of crop acreage which can be combined with that
from existing crop surveyé.

As indicated in Section A.3.1.1, the methods already used by ERTS
investigators have been shown to be capable of keeping estimation errors
within 1 or 2 percent under certain favorable and carefully controlled
conditions. The additional features of the SEOS system or of spécial
processing techniques just discussed should make it possible to increase
the effectiveness of the crop identification function beyond that obtain~
able from ERTS. With these additional capabilities available from space

systems, it is not unrealistic to estimate that root mean square errors
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falling within 3 percent could be achieved under operational cenditions,
We would then be able to produce an estimate of crop area, essentially
independent of the ground-based estimate.

In order to evaluate the potential improvement in the overall area
estimate, we may assume a procedure in which the two independent esti~
mates are combined to produce a single estimate with lower error than
either one. The acreage estimate based on space data with a 3 percent
error could be combined with the present estimate, having an rms error
of about 1.4 percent.

To obtain the minimum error of the combination, a greater weight
should be assigned te the better estimate as compared to the poor esti-
mate, the weight being inversely proportional to the square of the
standard deviation. The resulting standard deviation of the new estimate

will be equal to

The resulting combined error would be about 12 percent less than the
present method. Obviously, for less accurate forecasting methods cur-
rently employed by many other countries, the potential percentage improve-
ment would be much greater.

The acreage measurement function depends on accurate crop identifi-
cation, which improves as‘the season progresses because of increased
visibility of the crop, Consequently, we would expect that the improve-—
ment of acreage estimation just mentioned-would apply to most crops only

during the last half of the season and at harvest time.

A.3.3 YIELD ESTIMATION PROCEDURES

Improvement in yield prediction by the use of SE0S or other space
data can be accomplished by observing 3 basic types of spectral change:
(1) change related to biomass productivity (such as leaf area index),
(2) change resulting from normal or abnormal cultivation and growth pat-

terns of the crop, and (3) change associated with yield reducing factors.
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A.3.3.1 Measures of Productivity

Early in the growing season, the best single indicator of crop
‘condition and potential yield appears to be current leaf area index,
L.A.I. TLT.A.I. of a wheat crop peaks fairly early in.the growing season,
so the information inherent in this parameter will be available early.

A number of experimenters have found high correlations between ERTS
spectral data and leaf area index.and other significant plant parameters.
This high correlation indicates that with consistent and frequent viewing
conditions, these characteristics of plant development and yield could

be reliably monitored.

A.3.3.2 Phénological Change

During the latef stages of the growing season, as L.A.I. reaches
itg maximum, spectral changes associated with cultivétion or phenological
chahges of the developing crop may'become the best indicators of poten-—
tial yield. These spectral changes result from such events as plowing,
irrigation, increase in ground cover, flowering, senescence and harvest-
ing. Variations from normal schedules may indicate abnormal conditions
which will affect yield. Late planting or harvesting, or variations in
timing of maturation are examples of conditions which might have a
bearing on yleld. The capability of SEQOS for critical timing of obser-
vations is a distinct advantage for observing and éssessing Suchlpheno4

logical change.

A.3.3.3 Plant Condition

A variety of factors may affect the yield available from a partic—
ular crop. These include plant disease, insect infestation, nutrient
deficiencies, irrigation, flooding, drought, and storm.of frost damage.
If the physical extent of these effects is great enough, they can be
detected from space. The oblique view of the fields, emphasizing
vegetation as compared to soil, would increase the ability of SE0S to

detect these changes éarly in the growing season. In additdion,
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significant events could be observed within a few days at most, whereas
the delays characteristic of an intermittent satellite system would be

great enough in some cases to render the observation ineffective.

Some evidence exists that plant disease can be detected from space

if the diseased areas are large enough in size. In one study it was

found that areas of chlorotic sorghum of 1.1 hectares or larger could be
detected.[lz] The application of this ability to detect plant disease

seems feasible for moderate disease levels, but only for widespread
disease eonditions,

Drought is one of the most important factors which can reduce yield.
Detecticn of the eifecis ol drought on crops may be difficult to detect
directly unless the drought is prolonged. As a surrogate for moisture
stress in crops, the condition of pasture may be observed instead,
since pasture condition exhibits more variation with moisture avail-

- 11
ability than deoes crop condition.[ J

A.3.3.4 (perational System Features

The procedure for accomplishing vield prediction would begin by
identifying crop type, field by field, The pixels identified as covering
a given crop can then be analyzed with respect to those spectral charac-
teristics that are related to yield, For this purpose, boundary pixels
would have to be eliminated, even though this would degrade the quantita-
tive analysis of yield.

The quantitative estimate of yield reduction will consist of asso-
ciating a fractional yield reduction with certain spectral character~
istics. Ground truth data collected at or near the same time as the
space observation will be of major help in identifying yield-reducing
conditions which can be used for analyzing the space data, Observations
should be made of the fields currently used in the Crop Reporting Service
sampling as well as selected fields where abnormal conditions are known

to exist, such as disease infestation or hail damage.
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Multi-temporal, multi-illumination, or oblique viewing, and critical
timing of observations are the SEQS characteristics which could improve
the accomplishment of the aforementioned functionms. ‘Even partial
improvement of yield estimatlon data and added information of a quali-
tative nature should improve crop prediction accuracy. Regression
analysis and change detection methods described for area estimation

could also be used in yield forecasting.

A.3.3.5 Performance Assessment

As distinguished from the area estimation procedures, in which we
anticipate that an independent estimate of é crop area would be made and
combined with the ground-based estimate, it seems likely that yield
prediction would be performed by directly-using the additional infor-
mation from space data to improve the ground survey pfediction of‘crop
vield. ' '

Improvemeﬁt in yield forecasting is expected to come about partly
through earlier detection of changes. Observation from SEOS can be made
for 1argg areas within a few days, one way or the other, of a desired
date. A single ERTS satellite might be subject to delays sufficient to
éliminate the value of the resulting information. Compared with ground-
based surveys, we may also expect the synoptic view of SEOS to_improﬁe
the timelinesé of available information on changing conditions over large
areas. We will therefore assume that estimates of reductions in yield
resulting from damaging agents under present forecasting schedules could
be advanced by a matter of two weeks if criﬁically timed observatioms
from space are performed. Referring to Figﬁre,A—lthis may be accounted
for by shifting the curve of decreasing yield forecasting error to the
left by two weeks. This may then be interpreted as equivalent to a
reduc;ién in forecasting error. This time advantage might be even
greater during the early part of the season if.further research can

establish reliable relationships bhetween remote sensing observations on
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spectral characteristics of vegetation and values of yield per acre as
discussed in Section A.3.3.1,

Improvement in yield forecasting would also come about through
several additional means. Space data provides certain new types of
objective information which are not presently used in ground-based sur-
veys (f.e., spectral data related to vegetation density and plant stress),
and therefore increases the total amount of information from which yield
can be forecast. Through its synoptic view, it enables crop reporting
personnel to detect the extent and severity of abnormal conditions, from
which they can improve their sampling efficiency and subjective judgment
in evaluating these conditions. It also provides a means of extrapolating
ground-based survey data to larger areas, in effect increasing samplé size,
Finally, the same data will be useful for detecting and measuring incre-
mental changes., Since these changes produce a relatively small percentage
variation of total yield, even moderate success in detecting change will
translate into fairly accurate evaluation of the changes in total yield.

In order to evaluate the value of space data, the édvantages cited
above must be expressed in terms of anticipated yield forecasting improve-
ment. The ability to forecast yield cannot realistically take account of
future events, Consequently, a reasonable expectation for yield forecast~
ing improvement would be to reduce the yield forecasting error throughout
the season by 25 percent of the error which occurs in the latest estimate
prior to harvesting. 1In the case of U.S. wheat, where the October 1 yield
forecast is in error by 1,07 percent, as shown in Figure A-1, this would
amount to a reduction of 0.27 percent throughout the forecasting months,
As distinguished from improvements in area estimation performance,.the

improvement of yield forecasts would cover the entire growing season.

A.4 TIMPROVEMENT OF FORECASTING PERFORMANCE
Using the estimates of forecasting performance improvement mentioned

in previous sections A.3.2,2 and A,.3.3.5 as a basis for calculation, the
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potential improvement of U.S. wheat forecasting is shown in Figure A-3.
To provide error data which could be directly compared, theoretical
current and improved production error curves were computed frowm vield
and area curves for each date plotted by determining the square root of
the sum of the squares of the area percent error and the yield percent
error, The theoretical current curve for production error of Figure A-3
therefore does not match that of Figure A-1which was based on actual
observations. The produétion errors of Figure A=3 are also recorded in

Table A-1, The reduction for each date is approximately 20 percent.
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Figure A-3, PROJECTED IMPROVEMENT IN WHEAT FORECASTING
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DATE

June 1

July 1

August 1

September

October 1

TABLE A-1. ASSUMED ERRORS IN PRODUCTION
FORECASTS OF U.S5. WHEAT

IMPROVED
CURRENT FORECASTING FORECASTING
{percent error) (percent error)
6.25 4,86
3.19 2.46
2.28 1.80
1 1.85 1.50
1.75 1.44
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